
2.5" PRECISION SERIES: ZERODARK WALL WASH

Features 
•	Unique reflector for glare-free illumination

•	 750lm (15W) and 1200lm (22W)

•	 90 CRI, optional 97CRI on 2700K & 3000K

•	 Suitable for new construction or remodel 

•	Round and Square, Flanged or Flangeless

•	Three reflector finishes, two trim finishes

•	Versions available for New Construction Frame 
 and Super-Shallow Frame New Construction

LITON Lighting’s 2.5" recessed ZeroDark Wall Wash offers 
high lumen output and even illumination to provide 
ambience and visual interest when lighting vertical 
surfaces. The luminaire is a glare-free solution for high-end 
residential and commercial applications, and is available in 
round, square, flanged, and flangeless versions.

LRLD2573, LRXLD2573, LR2573, LRX2573 
LRLDQ2573, LRXLDQ2573, LRQ2573, LRXQ2573

www.liton.com

AVAILABLE NOW!

ZeroDark 
Wall Wash 

NEW

LRLD2573 & LRQLD2573 shown
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2.5" PRECISION SERIES: ZERODARK WALL WASH

LRLD2573/LR2573 
2.5" Round Flanged 

Spot/Wall Wash

LRXLD2573/LRX2573 
2.5" Round Flangeless 

Spot/Wall Wash

LRLDQ2573/LRQ2573 
2.5" Square Flanged 

Spot/Wall Wash

LRXLDQ2573/LRXQ2573 
2.5" Square Flangeless 

Spot/Wall Wash

Round & Square, Flanged & Flangeless

Optional Frames & Accessories

NOTE: Refer to individual specification pages at  
https://liton.com/ for more detailed information about 
lumen, driver, and color temperature compatibility.

2022.02.07

WARM DIMMING

3000K-1800K Warm Dimming 
(-TWD), available on 1000lm 

(-L09) package

LHLD25IC-FRM/LHQLD25IC-FRM 
New Construction Insulation Contact  
Frame, Round or Square, For LRLD2573, 
LRXLD2573, LRLDQ2573 & LRXLDQ2573  
(Round Shown)  

LFB2012 
Fire Barrier

LHLD25-FRM/LHQLD25-FRM
New Construction Frame, Round or Square 
For LRLD2573, LRXLD2573, LRLDQ2573 & 
LRXLDQ2573  (Round Shown)  
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Flange Finishes

Re�ector Finishes1

W - Matte White 

S - Satin Haze 

B - Black

W - White 

  B - Black

2-1/2" ZeroDark Wall Wash – 10 fixtures spaced 2 ft. on center, 2 ft. from wall.  
Wall is 20 ft. W x 10 ft. H with footcandle readings 3 ft. apart, 6 in. from top of wall.

ZeroDark 
Wall Wash 

NEW

1	Reflector interior finish is standard black with reflector face finish  
	 in Matte White (W), Specular Black (B), and Satin Haze (S) only.

LSHLD2
2.5" Super-Shallow Frame New Construc-
tion For LR2573 &LRX2573 (Round)

LSHQLD2
2.5" Super-Shallow Frame New Construction 
For LRQ2573 & LRXQ2573  (Square)

LRLD2573, LRXLD2573, LR2573, LRX2573 
LRLDQ2573, LRXLDQ2573, LRQ2573, LRXQ2573
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