
LCALD8 LUMEN CANNON

 FEATURES
• 120V/277V Input Standard

• UniDim™ Universal LED Dimming 

option works with 0-10V, ELV and 

Incandescent Controls

• 3 Mounting Options:

J-Box Mount with Adjustable 

Elbow, Cable, or Stem

• Weight: 12 lbs

LUMEN CANNON LCALD8 DOWNLIGHT

16,000 Lumen Performance!
Illuminate 200' Ceiling Heights at 19 fc
& 85' Ceiling Heights at 30 fc.

3000K 4000K Tunable
White3500K

Liton's New 8" LCALD8 architectural-grade LED pendant 
combines energy effi  ciency with powerful lumen output, 
delivering exceptional performance with 13,000, and 16,000 
lumen packages in multiple mounting options. 

Available in 3000K, 3500K, and 4000K, 80 CRI and optional 
90 CRI, the LCALD8 is ideally suited for Sports Arenas, Large 
Retail Spaces, Educational Auditoriums & Theatrical Halls.

Complementing 4" diameter LCALD4, and 6" diameter 
LCALD6 versions are also available. 
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LCALD8 (3000K, CRI: 80)

H (ft)
Beam 
Angle

13,000lm
(114W)

16,000lm
(140W)

200' 40° 16 fc 19 fc
60° 13 fc 15 fc

85' 40° 26 fc 30 fc
60° 23 fc 27 fc

Footcandles (fc) at 2.5 ft workplane, 28 fi xtures,
4 x 7 arrangement, 100 ft x 100 ft room


