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LITON Outdoor strives to provide
Quality Exterior Lighting solutions with:

• 2 to 4 week lead times on standard items.
• Competitive pricing.

meet any budget.
• Quality customer service with fast response times.
• Advanced up-to-date LED technology w/ multiple options.
• Dependable 5-10 year warranties.

INTRODUCING LITON OUTDOOR



3© LITON LIGHTING | THE COMPLETE LIGHTING SOLUTION | 1.800.515.4880 | LITON.COM | LITON

L I T O N O U T D O O R L E D

TABLE OF CONTENTS
T H E  C O M P L E T E  L I G H T I N G  S O L U T I O N

4 - 57” ROUND LED BOLLARDS

BOLLARDS LED

6 - 11MULTIPLE MOUNTING METHODS

AG2 • ADJUSTABLE 
FLOOD/
SPOT

12 - 13WD1472 & WD1473 WALL MOUNT

1-DIRECTIONAL 
LED WALL MOUNT 

14 - 15ROUND & SQUARE    850LM - 1,250LM

1-DIRECTIONAL
LED WALL 
MOUNT 

16 - 17ROUND & SQUARE    (2)850LM - (2)1,000LM

2-DIRECTIONAL 
LED WALL 
MOUNT 

18 - 19ROUND & SQUARE 1,000LM - 1,200LM

DOWNLIGHT
LED CEILING 
MOUNT

20 - 21DL3R SERIES

DOWNLIGHT
LED RECESSED

22 - 235-INCH & 7-INCH     ROUND & SQUARE

LUMENPAD
LED SURFACE 
MOUNT

24 - 2510” ROUND LED CEILING MOUNT

DIFFUSED LIGHTING
LED CEILING MOUNT

26 - 2710” ROUND & SQUARE WALL MOUNT

DIFFUSED LIGHTING
LED WALL 
MOUNT

28 - 317-INCH  •  9-INCH  •  11-INCH

PATHWAY / STEP
LED LIGHTING

32 - 33MINIATURE  •  3.5 WATT, 240LM

MINIATURE 
PATHWAY / STEP
LED LIGHTING

34 - 3514” ROUND  •  600LM - 1,500 LM

DIFFUSED 
LIGHTING
LED WALL 
MOUNT

36 - 37WLP3 SERIES

ADJUSTABLE
LED WALL FLOOD

38 - 39LULEDBW SERIES

LINEAR LIGHTING
LED BAR 



4 | © LITON LIGHTING | THE COMPLETE LIGHTING SOLUTION  | 1.800.515.4880  |         LITON.COM LITON®

ARCHITECTURAL LED OUTDOOR SERIES

BOLLARDS LED OUTDOOR LIGHTING
7-INCH ROUND BOLLARDS

Luminaire Construction
High  grade  extruded aluminum
tube  with  die  cast  aluminum  top
and base. The luminaire is secured to
the base by three (3) tamper resistant,
stainless steel set  screws.  Base  is
mounted  to  Anchor  Bolt  Assembly
Kit  by  three  (3)  nuts  and  washers.

Note: 
A solid foundation for installation is
recommended

Luminaire Enclosure
Flat,  one-piece  top  is constructed  of
heavy  duty  die  cast  aluminum

clear  U.V.  stabilized  polycarbonate
molded  lens, interior anodized
aluminum louvers and top anodized

light  distribution.  Luminaire enclosure
is  secured  to  lower  housing  by  three
(3)  tamper resistant,  stainless  steel  set
screws  and  silicone  gasket  for  quick
installation  and/or relamping.

Application
Bollards  are  designed  for  indoor
and  outdoor  applications  where
low-level illumination  is  required.
Bollards  are  used  to  light  walkways,
public gathering  spaces, gardens,
along waterfronts and marinas and
other public and private areas.

Bene�ts
• Available in Black, White, Silver & 

Architectural Bronze
• 120V/277V Standard
• Universal Dimming option dims with 

ELV, 2-Wire 0-10V Dimming Systems
• Up to 83% energy savings versus CFL & HID

• Corrosion-resistant polyester 

• Low Glare. Up to 20' O.C spacing
• 5-Year Limited Warranty
• Tamper Resistant

Lumen Maintenance
Minimum  50,000  hours  L70
life  based  on  ANSI  TM-21
calculations from LM80
standardized test results. See
ordering guide for delivered
lumens

Thermal Management
facilitated  by  integral  cast-
aluminum, heat sink design for
maximum heat rejection to
provide long LED life.

Dimming
(-DUN) option is a universal
dimming system that works
with most 3-Wire ELV, 2-Wire
Incandescent and 5-Wire 0-10V

Electrical
Through  wiring,  a  maximum
of  four  (4)  No.  12  AWG
conductors  (plus  ground
wire), rated 90°C min. A 3”
diameter conduit opening at
base bottom provided.

Listing
ETL / cETL Listed. Suitable for wet
location. (IP65)

* Special Order. Minimum order or extended lead time may apply. Consult Factory.
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ARCHITECTURAL LED OUTDOOR SERIES

BOLLARDS LED OUTDOOR LIGHTING
7-INCH ROUND BOLLARDS

ORDERING 7-INCH ROUND BOLLARD LED Example: BL30BBUE-T40-BOI-EM

BL30
BL31
BL33

ITEM# REFLECTOR FINISH +FIXTURE FINISH
Blank : White 

S : Silver 
B : Black

B : Black
W : White *
S : Silver *

BZ : Architectural 
Bronze 

+ BL30 & BL31 only.     * Special Order. Minimum order or extended lead time may apply. Consult Factory     ** Only available for BL33.

DIMMING LED DISTRIBUTION + OPTIONS
-T30 : 3000K
-T40 : 4000K 
-T50 : 5000K

-TAM : Amber **

Blank : Type V - Symmetrical
-B0I : Type OI 
(180º Forward Throw) *
-BIII : Type III 
(90º Wide Forward Throw)

Blank : None
-EM : 25W Remote Emergency 

-EMA : 25W Integral Emergency 

UE : 120V/277V
UE-DUN : UniDim™  

(120V/277V) 

BL30 BOLLARD LED
2,300LM | CONE REFLECTOR ROUND TOP

BL31 BOLLARD LED
2,300LM | CONE REFLECTOR FLAT TOP

BL33 BOLLARD LED
600LM | PYRAMID ROUND TOP

4  /  "
Bolt Circle

1116 3   /x "
Holes

13 32

/ "  1 23      Conduit
Opening

Ground Mount
Hole Location

7  /  "
Bolt Circle

9163   /x "
Holes

15 32

/  "3 166       Opening
(Wiring)

"  /3 48

Ground Mount
Hole Location

4  /  "
Bolt Circle

1116 3   /x "
Holes

13 32

/ "  1 23      Conduit
Opening

Ground Mount
Hole Location

6 5
8/

413
4/ ”

” 6 5
8/

373
16/ ”

”

• Glare-Free
• 120V/277V standard
• No visible HARR
• Up to 83% energy savings
• Corrosion-resistant 

• Universal Dimming option 
dims with ELV, 2-WIre 
0-10V dimming systems

• Up to 20; O.C. spacing
• 5-Year Limited Warranty
• Tamper Resistant

• Glare-Free
• 120V/277V standard
• No visible HARR
• Up to 83% energy savings
• Corrosion-resistant 

• Universal Dimming option 
dims with ELV, 2-WIre 
0-10V dimming systems

• Up to 20; O.C. spacing
• 5-Year Limited Warranty
• Tamper Resistant

• Glare-Free
• No visible HARR
• U.V. stabilized

Poly-carbonate
molded lens

• Interior anodized 
aluminum louvers

• 360º symmetrical 
light distribution

• Tamper Resistant
• Dark Sky
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he AG-series ground and wall mount luminaires
are designed for general landscape lighting, signs,
flag poles and building facades. The ultra-efficient
COB light engines are designed to replace up
to 150W metal halide. Available as a ground or
wall mount.

T

ABOVE GROUND
O U T D O O R  L I G H T I N G



LITON’s AG2 Series luminaires are available in 3 distinct lumen packages:
600Lm, 1000Lm, and 3000Lm. Outdoor mounting requirements vary

options, which are sure to include at least one that is suitable to your lighting

Spike Mount:
The Spike Mount accessory

the ground of natural surfaces
(grass/dirt/etc.). It is perfect for
any outdoor area where ground
illumination is required.

to any exterior side surface, such as building
facades or outdoor walls.

Stem Mount: 

Strap Mount: The Strap Mount accessory enables 
the attachment of the luminaire to various relatively 

narrow objects extending from the ground,

The strap tightly wraps
around the object,

luminaire to it.

Ceiling Mount: The Ceiling Mount option enables easy
mounting on ceilings or other elevated surfaces requiring
downward facing lighting.

LITONAG2 ADJUSTABLE LED FLOOD / SPOT
M U L T I P L E  M O U N T I N G  M E T H O D S
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Electrical
120V-277V AC 50/60Hz
Electronic Direct Current Class 2
driver integrally mounted. Power
Factor > 0.90. Accessible from
above or below ceiling. For cold
weather applications (-22°C and
below) use -DUN driver option.

ARCHITECTURAL LED OUTDOOR SERIES

AG2 SERIES LED OUTDOOR LIGHTING
ADJUSTABLE FLOOD / SPOT      600 LM  | 1,000 LM  | 3,000 LM

Housing
High-grade die cast aluminum

Stem with an integrated swivel
(sealed with silicone O-ring and
locked with a tamper resistant
stainless steel screw), 75° UP/35°
DOWN. Stem rotates 45° (Max)
Left/Right. Comes with 6 feet of
cord. The AG241,AG251 &
AG261 Surface Mount installs
directly to any surface (concrete,
grass, wood). Min. 24" whip on

to any junction box. See line art
for details.

Application
The AG-series ground and wall  mount
luminaires are designed for general

building facades.

Bene�ts
• Up to 83% energy savings
• L70: 50,000 hours
• Anti-aging polyester 

• IP65 wet location rated
• 5 year limited warranty
• Available with Tree Strap

and Ground Spike.
• Consult factory for spread lens
• Tamper resistant

Color Temperature
Color Temperature: 
2700K*, 3000K, 3500K*, 
4000K, 5000K*CRI

Color Rendering Index 
(CRI): 80

Lamp Equivalents
AG241 (11W): 

70W Metal Halide Lamp
AG251 (27W): 

100W Metal Halide Lamp
AG261 (48W): 

150W Metal Halide Lamp

Warranty
Covered by a 5 Year Warranty to
be free of defects in materials and
craftsmanship. Fixture should not
be installed in applications with
ambient temperature above 60º
Celcius. Doing so will result in 
reduced lamp life and voided 
warranty.

Dimming
(-DUN) option 
is a universal 
dimming system 

that works with most 
3-Wire ELV, 2- Wire
Incandescent and 5-Wire 

Faceplate
One-piece die cast aluminum

glare shield shown) with a

and a clear tempered glass
lens and silicone rubber

two (2) tamper resistant,
stainless steel screws.
Available in Open and Visor
(as shown).

Re�ector Construction
One piece, heavy-gauge

ugly dents during shipping
and installation. Deeply
mounted singular LED
provides 50 degree visual

appearance.

* Special Order. Minimum order or extended lead time may apply. Consult Factory.

Open Faceplate
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ARCHITECTURAL LED OUTDOOR SERIES

AG2 SERIES  • SURFACE-MOUNT
LED OUTDOOR LIGHTING600 LM  | 1,000 LM  | 3,000 LM

Spike for mounting
on soft surface.

ORDERING SURFACE-MOUNT LED FLOOD / SPOT LIGHTING Example: AG2417BUE-B15-T27

AG241
AG251
AG261

ITEM# FACEPLATE
0 : Open
7 : Visor (as shown)

FINISH BEAM SPREAD
B : Black
S : Silver *

BZ : Architectural Bronze 

* Special Order. Minimum order or extended lead time may apply. Consult Factory.

DIMMING
Blank : 30º

-B15 : 15º

-B45 : 45º

LED
Blank : 4000K

-T27 : 2700K *
-T30 : 3000K
-T35 : 3500K *
-T50 : 5000K *

UE : 120V/277V
UE-DUN : UniDim™  (120V/277V) *

4” ADJUSTABLE FLOOD / SPOT 
AG241 | SURFACE MOUNT  | 600 LM | 11W | IP65

5” ADJUSTABLE FLOOD / SPOT 
AG251 | SURFACE MOUNT  | 1,000 LM | 27W | IP65

6” ADJUSTABLE FLOOD / SPOT 
AG261 | SURFACE MOUNT  | 3,000 LM | 48W | IP65

AG2-SPIKE
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AG2-STRAP
Strap for mounting
to round or square
poles or trees

OUTDOOR LED ACCESSORIES
FLOOD / SPOT LED LIGHTING | ACCESSORIES 



ARCHITECTURAL LED OUTDOOR SERIES

AG2 SERIES  • STEM-MOUNT
LED OUTDOOR LIGHTING600 LM  | 1,000 LM

36” STEM LIGHT FLOOD / SPOT 
AG252 | STEM MOUNT  | 1,000 LM | 27W | IP65

36” STEM LIGHT FLOOD / SPOT 
AG242 | STEM MOUNT  | 600 LM | 11W | IP65

ORDERING STEM-MOUNT LED FLOOD / SPOT LIGHTING Example: AG2427BUE-B15-T27

AG242
AG252

ITEM# FACEPLATE
0 : Open
7 : Visor (as shown)

FINISH BEAM SPREAD
B : Black
S : Silver *

BZ : Architectural Bronze 

* Special Order. Minimum order or extended lead time may apply. Consult Factory.

DIMMING
Blank : 30º

-B15 : 15º

-B45 : 45º

LED
Blank : 4000K

-T27 : 2700K *
-T30 : 3000K
-T35 : 3500K *
-T50 : 5000K *

UE : 120V/277V
UE-DUN : UniDim™  (120V/277V) *

Housing
High-grade die cast aluminum housing

integrated swivel (sealed with silicone
O-ring and locked with a tamper
resistant stainless steel screw), 70°
UP/35° DOWN. Comes with 6 feet of
cord. The stem mount is bottom feed
and installs on standard 3" octagonal

for other box sizes. See line art for
details.

Faceplate
One-piece die cast aluminum open

shown) with a polyester powder coat

and silicone rubber gasket. Secured

stainless steel screws. Available in
Open and Visor (as shown).

Re�ector Construction
One piece, heavy-gauge aluminum

during shipping and installation.
Deeply mounted singular LED

for a glare-free appearance.

Electrical
120V-277V AC 50/60Hz Electronic Direct
Current Class 2 driver integrally mounted.
Power Factor > 0.90. Accessible from
above or below ceiling. For cold weather
applications (-22°C and below) use -DUN
driver option.

Dimming
(-DUN) option is a universal 
dimming system that works 
with most  3-Wire ELV, 2- Wire

dimmers.

Bene�ts
• Up to 83% energy savings
• L70: 50,000 hours
• Anti-aging polyester 

• IP65 wet location rated
• 3 year limited warranty
• Tamper resistant

Color Temperature
Color Temperature: 
2700K*, 3000K, 3500K*, 
4000K, 5000K*

CRI
Color Rendering 
Index (CRI): 80
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31
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2/ “

41
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ARCHITECTURAL LED OUTDOOR SERIES

AG2 SERIES  • KNUCKLE-MOUNT
LED OUTDOOR LIGHTING1,000 LM  | 1,500 LM

ORDERING KNUCKLE-MOUNT LED FLOOD / SPOT LIGHTING Example: AG2437B-L10

AG243
ITEM# FACEPLATE

0 : Open
7 : Visor (as shown)

FINISH BEAM SPREAD
B : Black
S : Silver *

BZ : Architectural Bronze 

* Special Order. Minimum order or extended lead time may apply. Consult Factory.

LUMEN
Blank : 45º

LED
Blank : 4000K

-T27 : 2700K *
-T30 : 3000K
-T35 : 3500K *
-T50 : 5000K *

-L10 : 1,000 Lm
-L15 : 1,500 Lm

Electrical
120V AC 50/60Hz Electronic Direct
Current Class 2 driver integrally
mounted. Power Factor > 0.99.
Suitable for cold weather applications.

Housing
High-grade die cast aluminum housing

integrated swivel (sealed with silicone O-
ring and locked with a tamper resistant
stainless steel screw), 80° UP/55° DOWN. 

The Knuckle Mounting: Mounts to 1/2"
trade NPSM. Threaded knuckle mounting
Junction Box adapters by others. See Line
Art for details.

Application
The AG-series ground and wall mount
luminaires are designed for general landscape

Bene�ts
• Up to 83% energy savings
• L70: 50,000 hours
• Anti-aging polyester 

• IP65 wet location rated
• 3 year limited warranty
• Tamper resistantColor Temperature

Color Temperature: 
3000K, 4000K

Faceplate
One-piece die cast aluminum open

shown) with a polyester

clear tempered glass lens
and silicone rubber gasket.

(2) tamper resistant,
stainless steel screws.
Available in Open and Visor
(as shown).

Re�ector Construction
One piece, heavy-gauge aluminum

shipping and installation. Deeply
mounted singular LED provides 50

appearance.

Dimming
Low Voltage dimming option (-DLV) works with standard 

LUTRON Brand Dimmers: SELV-300P, VELV-300P, NELV-450 along

Eye Dimming Interface ELVI-1000, smoothly dims down as low as 10% of
60°

80°

1 5
8/ “

315
16/ “

5 5
8/ “

31
2/ “

41
8/ “

51
2/ “

Open 
Faceplate
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LITON OUTDOOR ARCHITECTURAL LED SERIES

1-DIRECTIONAL LED WALL MOUNT
8”x 4”  | SCOOP AND TRAPEZOID | 1-DIRECTIONAL LED WALL MOUNT  | IP65  | 850 LM

Housing
Constructed from a two (2) piece high
grade die-cast aluminum with a high

driver, silicone gasket and a wire exit
hole to junction box wiring. The two
piece housing is secured together by
four (4) tamper resistant stainless steel set
screws.

Mounting
Fixture mounts into a wall directly over stan-
dard 3-1/2” junction box or other similar size
junction boxes.

Application
Typical locations are in commercial and retail spaces that
contain walls and/or columns that require directional lighting.
Can be used as a downlight for direct illumination or an
uplight for indirect illumination of architecture facades.

LITON’s WD1 Series directional Wall
luminaire can be used in both interior
and outdoor settings and can be
pointed up or down. 

Bene�ts
• Sleek architectural design

• Emergency back up available
• 5 year limited warranty

Lumen Maintenance
Minimum 50,000 hours L70 life based on
ANSI TM-21 calculations from LM80
standardized test results. See ordering
guide for delivered lumens.

Dimming
(-DUN) option is a universal
dimming system that works
with most 3-Wire ELV, 2-Wire
Incandescent and 5-Wire 0-

Electrical
AC 50/60Hz Electronic

Direct Current Class 2
driver integrally

mounted. Power
Factor > 0.90. 
For cold weather

applications (-22°C
and above) use -DUN

driver option.

Listing
ETL/cETL Listed. Suitable for wet location.
Assembled in USA. (IP65).

Warranty
Covered by a 5 Year Warranty to be free of defects in
materials and craftsmanship. Fixture should not be
installed in applications with ambient temperature
above 60ºC. Doing so will result in reduced lamp life
and voided warranty.

Emergency Options
Emergency LED Battery Back-up available, remotely mounted
adjacent to housing by installer. When AC power fails, the
device immediately switches to the emergency mode,
operating the LEDs for a minimum of 90 minutes. Remote test
switch, plate cover and junction box included.
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Scoop ( WD1472 )

Trapezoid ( WD1473 )



• Ideal for Interior and outdoor settings
• Used as an uplight (indirect) or downlight (direct)
• Includes mounting bracket for installation
• Dimming option available

• Ideal for Interior and outdoor settings
• Used as an uplight (indirect) or downlight (direct)
• Includes mounting bracket for installation
• Dimming option available

LITON OUTDOOR ARCHITECTURAL LED SERIES

1-DIRECTIONAL LED WALL MOUNT
8”x 4”  | SCOOP AND TRAPEZOID | 1-DIRECTIONAL LED WALL MOUNT  | IP65  | 850 LM
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LED 1-DIRECTIONAL WALL-MOUNT ORDERING Example: WD1472B-FRUE-DUN-T30-EMAC

ITEM # FINISH LENS DIMMING LED OPTIONS
Blank : Clear

-FR : Frosted
WD1472 : Scoop Wall Mount
WD1473 : Trapezoid Wall Mount

B : Black
W : White *
S : Silver *

BZ : Bronze 

Blank : Non-Dimming (120V)
UE-DUN : UniDim™ (120V/277V) 

Blank : 4000K
-T30 : 3000K

Blank : None
-EMAC : Emergency Back-Up

* Special Order. Minimum order or extended lead time may apply. Consult Factory.

WD1472  8”x 4”  SCOOP 1-DIRECTIONAL LED  WALL MOUNT
850LM | WALL SURFACE MOUNT  | 15W | IP65

WD1473 8”x 4”  TRAPEZOID 1-DIRECTIONAL LED  WALL MOUNT
850LM | WALL SURFACE MOUNT  | 15W | IP65

Front Side

Front Side

7d” 3w”

4x”

7d” 3w”

4x”



LED
(COB) Singular LED Light Source

provides for smooth uniform
light output, eliminating the

multiple LED Source products.
Binned with 4-step MacAdam

ellipses as recommended by
ANSI Standard. Available in

4000K, 2700K*, 3000K, 3500K*,
5000K*, 5600K* and 590nm

AMBER*.

ARCHITECTURAL LED DOWNLIGHT SERIES

1-DIRECTIONAL LED WALL MOUNT
ROUND AND SQUARE | 1-DIRECTIONAL LED DOWNLIGHT  | 850 LM - 1,250 LM

Housing
Constructed from a round one-

piece high grade aluminum
extrusion with a rectangular

extrusion arm, end cap,
faceplate and a mounting plate

LED driver. Mounting plate is

head Phillips stainless steel
screws. Mounting plate installs

onto a junction box. Consult
factory for junction box

mounting sizes.

B
• Uniform, low glare illumination

• Emergency back up available
• Singular COB Light Source
• 5 year limited warranty
• Tamper resistant
• Dark Sky

Faceplate
Round one piece extruded
aluminum with powder coat

lens, and silicone o-ring.
Faceplate is secured to the
housing by threads.

Dark Sky
Dark Sky compliant when

Warranty
Covered by a 5 Year Warranty to be free of defects in materials and craftsmanship. Fixture should not be installed in 

applications with ambient temperature above 60 degrees C. Doing so will result in reduced lamp life and voided warranty.

Dimming
(-DUN) option 
is a universal 
dimming system 
that works with most 
3-Wire ELV, 2- Wire
Incandescent and 5-Wire 

Finish
A 7-stage electrostatic, polymer

delivers outstanding durability,
superior anti-aging, resistance

to corrosion and UV-
degradation Available in Black,

White, Bronze and Silver*.

* Special Order. Minimum order. Extended lead time may apply. Consult Factory. ** Select models.

**
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ARCHITECTURAL LED DOWNLIGHT SERIES

Application
This WD1 Series directional Wall luminaire can be used in both interior and outdoor settings and can be pointed up or down.
Typical locations are in commercial and retail spaces that contain walls and/or columns that require directional lighting. Can
be used as a downlight for direct illumination or as an uplight for indirect illumination of architectural facades.

ORDERING 1-DIRECTIONAL LED WALL MOUNT Example: WD1340B-T27-EMAC

WD1340
WD1360
WD1Q340
WD1Q360

ITEM FINISH
B : Black

W : White
BZ : Bronze

S : Silver*

BEAM SPREAD LED 
Blank : Wide Flood

-B02 : 2º Pencil Beam
-B10 : Narrow Spot
-B20 : Spot
-B45 : Flood
-BIV : Type IV 
(forward throw) ++

* Extended Lead Time may apply. Consult Factory.     ** Only available in 2700K and 3000K.     + Only for WD1Q340 and WD1Q360.     ++ Only for WD1360 and WD1Q360.

DIMMING
Blank : 4000K

-T17 : 1700K*
-T25 : 2500K*
-T27 : 2700K*

-T27-C97 : 2700K, 97CRI**
-T30 : 3000K

-T30-C97 : 3000K, 97CRI**
-T35 : 3500K*
-T50 : 5000K*
-T56 : 5600K*

-TAM : 590nm Amber* ++

OPTION
Blank : None

-EMAC : Emergency Back Up
-SDL : Daylight Sensor ++

-LVR : Hex-Cell Louver +

Blank : Non Dimming (120V)
UE-DUN : UniDim™  (120V/277V)
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4" WALL MOUNT LED 1-DIRECTION
WD1340 | ROUND 1,000LM | IP65  | 15W

6" WALL MOUNT LED 1-DIRECTION
WD1360 | ROUND 1,000LM | IP65  | 15W

4" WALL MOUNT LED 1-DIRECTION
WD1Q340 | SQUARE 850LM | IP65  | 15W

6" WALL MOUNT LED 1-DIRECTION
WD1Q360 | SQUARE 1,000LM | IP65  | 15W
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LED
(COB) Singular LED Light Source

provides for smooth uniform
light output, eliminating the

multiple LED Source products.
Binned with 4-step MacAdam

ellipses as recommended by
ANSI Standard.

ARCHITECTURAL LED DOWNLIGHT SERIES

2-DIRECTIONAL LED WALL MOUNT
ROUND AND SQUARE | 2-DIRECTIONAL LED DOWNLIGHT  | (2)850 LM - (2)1,000 LM

Housing
Constructed from a round high

grade aluminum extrusion with
a rectangular extrusion arm,

two (2) faceplates and a
mounting plate with a powder

Mounting plate is secured to

Phillips stainless steel screws.
Mounting plate installs onto a

junction box. Consult factory for
junction box mounting sizes.

B
• Uniform, low glare 

illumination
• Durable, Corrosion- 

• Emergency back up 
available

• Singular COB 
Light Source

• 5 year limited 
warranty

• Tamper resistant

Faceplate
Round one piece extruded
aluminum with powder coat

lens, and silicone o-ring.
Faceplate is secured to the
housing by threads.

Emergency Options
Emergency LED Battery 
Back-up available, remotely
mounted adjacent to housing
by installer. When AC power
fails,the device immediately
switches to the emergency
mode, operating the LEDs for a
minimum of 90 minutes.
Remote test switch, plate cover
and junction box included.

Warranty
Covered by a 5 Year Warranty to be free of defects in materials and craftsmanship. Fixture should not be installed in 

applications with ambient temperature above 60 degrees C. Doing so will result in reduced lamp life and voided warranty.

Finish
A 7-stage electrostatic, polymer

delivers outstanding durability,
superior anti-aging, resistance

to corrosion and UV-
degradation Available in Black,

White, Bronze and Silver*.

* Special Order. Minimum order. Extended lead time may apply. Consult Factory.

Dimming
(-DUN) option 
is a universal 
dimming system 
that works with most 
3-Wire ELV, 2- Wire
Incandescent and 5-Wire 

** Select models.

**

16 | © LITON LIGHTING | THE COMPLETE LIGHTING SOLUTION    |  1.800.515.4880  |         LITON.COM LITON®



LITON ARCHITECTURAL LED DIRECTIONAL SURFACE MOUNT SERIES

Application
This WD2 Series Double directional wall luminaire can be used in both interior and outdoor settings. Typical locations are in

ORDERING 2-DIRECTIONAL LED WALL MOUNT Example: WD2340B-T27

WD2340
WD2360
WD2Q340
WD2Q360

ITEM FINISH
B : Black

W : White
BZ : Bronze

S : Silver*

BEAM (DOWN) LED 
Blank : Wide Flood
-BD10 : Narrow Spot
-BD20 : Spot
-BD45 : Flood
-BDIV : Type IV 

(forward throw) ++

BEAM (UP)
Blank : Wide Flood
-BU02 : 2º Pencil Beam
-BU10 : Narrow Spot
-BU20 : Spot
-BU45 : Flood

* Special order, minimum order, and ext. lead time may apply. Consult.     ** Ext. lead time may apply. Consult.     ***Only available in 2700K and 3000K     ++ Only for WD2360 and WD2Q360.

DIMMING
Blank : 4000K

-T17 : 1700K**
-T25 : 2500K**
-T27 : 2700K*

-T27-C97 : 2700K, 97CRI***
-T30 : 3000K

-T30-C97 : 3000K, 97CRI***
-T35 : 3500K*
-T50 : 5000K*
-T56 : 5600K*

-TAM : 590nm Amber* ++

Blank : Non Dimming (120V)
UE-DUN : UniDim™  (120V/277V)
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4" WALL MOUNT LED 2-DIRECTION
WD2340 | ROUND (2x)1,000LM | IP65  | (2x)15W

6" WALL MOUNT LED 2-DIRECTION
WD2360 | ROUND (2x)1,000LM | IP65  | (2x)22W

4" WALL MOUNT LED 2-DIRECTION
WD2Q340 | SQUARE (2x)850LM | IP65  | (2x)15W

6" WALL MOUNT LED 2-DIRECTION
WD2Q360 | SQUARE (2x)1,000LM | IP65  | (2x)22W



LED
(COB) Singular LED Light Source

provides for smooth uniform
light output, eliminating the

multiple LED Source products.
Binned with 4-step MacAdam

ellipses as recommended by
ANSI Standard. Available in

4000K, 2700K*, 3000K, 3500K*,
5000K*, 5600K* and 590nm

AMBER*.

ARCHITECTURAL LED CEILING DOWNLIGHT SERIES

LED DOWNLIGHT
ROUND AND SQUARE | LED CEILING DOWNLIGHT  | 1,000 LM - 1,200 LM

Housing
Constructed from a round high
grade aluminum extrusion, die

cast aluminum top plate, and
faceplate with a powder coat

mounting plate. Top plate is
secured to housing by threads.

Mounting plate is secured to

Phillips stainless steel screws
and installs onto a junction box.
Consult factory for junction box

mounting sizes.

B
• Uniform, low glare illumination

• Emergency back up available
• Singular COB Light Source
• 5 year limited warranty
• Dark Sky
• Tamper resistant

Faceplate
Round one piece extruded 
aluminum with powder coat 

and silicone o-ring. Faceplate is
secured to the housing by
threads.

Dark Sky
Dark Sky compliant.

Warranty
Covered by a 5 Year Warranty to be free of defects in materials and craftsmanship.
Fixture should not be installed in applications with ambient temperature above
60 degrees C. Doing so will result in reduced lamp life and voided warranty.

Finish
A 7-stage electrostatic, polymer

delivers outstanding durability,
superior anti-aging, resistance

to corrosion and UV-
degradation Available in Black,

White, Bronze and Silver*.

* Special Order. Minimum order. Extended lead time may apply. Consult Factory.

Dimming
(-DUN) option 
is a universal 
dimming system 
that works with most 
3-Wire ELV, 2- Wire
Incandescent and 5-Wire 

** Select models.

**
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LITON ARCHITECTURAL LED DIRECTIONAL SURFACE MOUNT SERIES

Application
This DL Series covered ceiling mount downlight can be used in both interior and outdoor settings. Typical locations are in
commercial and retail spaces that require lighting from above. Dark Sky compliant.

ORDERING ROUND & SQUARE CEILING DOWNLIGHT Example: DLQ340B-T27-EMAC

DL340
DL360
DLQ340
DLQ360 

ITEM FINISH
B : Black

W : White
BZ : Bronze

S : Silver*

BEAM SPREAD LED 
Blank : Wide Flood

-B02 : 2º Pencil Beam
-B10 : Narrow Spot
-B20 : Spot
-B45 : Flood

-BWW : Wall Wash Optics

* Special order, minimum order, and extended lead time may apply. Consult factory.     ** Extended Lead Time may apply. Consult Factory.
***Only available in 2700K and 3000K.     + Only for DLQ340 and DLQ360.     ++ Only for DL360 and DLQ360.     ^

DIMMING
Blank : 4000K

-T17 : 1700K**
-T25 : 2500K**
-T27 : 2700K*

-T27-C97 : 2700K, 97CRI***
-T30 : 3000K

-T30-C97 : 3000K, 97CRI***
-T35 : 3500K*
-T50 : 5000K*
-T56 : 5600K*

-TAM : 590nm Amber* ++

OPTION
Blank : None

-EMAC : Emergency Back Up
-LVR : Hex-Cell Louver +

-SDL : Daylight Sensor
(DLQ360 only).

Blank : Non Dimming (120V)
UE-DUN : UniDim™  (120V/277V)

DUN : UniDim™ ^

-DIN : 120V/2-Wire ELV Dimming
(for DL340 only)
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4” CEILING MOUNT LED DOWNLIGHT
DL340 | ROUND 1,000LM | IP65  | 11W

6” CEILING MOUNT LED DOWNLIGHT
DL360 | ROUND 1,200LM | IP65  | 15W

4” CEILING MOUNT LED DOWNLIGHT
DLQ340 | SQUARE 1,000LM | IP65  | 15W

6” CEILING MOUNT LED DOWNLIGHT
DLQ360 | SQUARE 1,200LM | IP65  | 15W



LITON OUTDOOR ARCHITECTURAL LED SERIES

LED RECESSED VANDAL RESISTANT OUTDOOR DOWNLIGHT
4” AND 6”  | RECESSED MOUNT | LED DOWNLIGHT  | 1,500 LM - 2,000 LM

Housing
Constructed from a round one piece high grade

mounting clips and a cable gland with cord. A
housing safety cable is secured to faceplate.
Fixture also includes an LED driver.

Mounting
Housing suitable for existing or new
construction installation. Supplied with
screw down mounting clips, designed to

surface. Mounting Pan with hanger bars
are available. Consult factory

Application
Architectural-grade recessed LED downlight housing for

powerful lumen output. Perfect for atriums, churches,
lobbies, and airports that have high ceilings.

Bene�ts
• Outdoor rated IP67 
• Available with Shatter Proof 

Polycarbonate Lenses

Chip-On-Board light engine
• Emergency back up available
• Singular COB Light Source
• 5 year limited warranty

Lumen Maintenance
Minimum 50,000 hours L70 life based on ANSI TM-21
calculations from LM80 standardized test results. See
ordering guide for delivered lumens.

Dimming
(-DUN) option is a universal
dimming system that works

with most 3-Wire ELV, 2-Wire
Incandescent and 5-Wire 0-10V

Electrical
AC 50/60Hz Electronic Direct Current
Class 2 driver integrally mounted.
Power Factor > 0.90. For cold weather
applications (-22°C and above) use -
DUN driver option.

Listing
ETL/cETL Listed. Suitable for wet location. 
Assembled in USA. (IP67).

Insulation Contact
IC rated housing rated for direct con-

insulation.

Warranty
Covered by a 5 Year Warranty to be free of defects in materials and craftsmanship. Fixture should not be
installed in applications with ambient temperature above 60 degrees C. Doing so will result in reduced lamp
life and voided warranty.

Faceplate
Constructed from a round one piece high grade die-

tempered glass lens and silicone gasket. Faceplate is secured to
the housing by three (3) tamper resistant stainless steel screws. A
safety cable from the housing is secured to the faceplate for easy
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LITON OUTDOOR ARCHITECTURAL LED SERIES

LED RECESSED VANDAL RESISTANT OUTDOOR DOWNLIGHT
4” AND 6”  | RECESSED MOUNT | LED DOWNLIGHT  | 1,500 LM - 2,000 LM
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LED RECESSED VANDAL RESISTANT DOWNLIGHT ORDERING Example: DL34RB-PCUE-DUN-T50-C90

ITEM # FINISH LENS DIMMING LED
Blank : Clear Tempered Glass

-FR : Frosted Tempered Glass
-PC : Clear Polycarbonate 

DL34R : 4-inch Recessed B : Black
W : White 
S : Silver 

BZ : Bronze 

Blank : Non-Dimming (120V)
UE-DUN : UniDim™ (120V/277V) 

-T27 : 2700K
-T30 : 3000K
-T35 : 3500K
-T40 : 4000K
-T50 : 5000K
-T56 : 5600K

LED RECESSED VANDAL RESISTANT DOWNLIGHT ORDERING Example: DL36RB-PCUE-DUN-T65-C90

ITEM # FINISH LENS DIMMING LED CRI
Blank : Clear Tempered Glass

-FR : Frosted Tempered Glass
-PC : Clear Polycarbonate 

DL36R : 6-inch Recessed B : Black
W : White 
S : Silver 

BZ : Bronze 

Blank : Non-Dimming (120V)
UE-DUN : UniDim™ (120V/277V) 

-T27 : 2700K
-T30 : 3000K
-T35 : 3500K
-T40 : 4000K
-T50 : 5000K
-T56 : 5600K
-T65 : 6500K

Blank : 80CRI
-C90 : 90CRI

CRI
Blank : 80CRI

-C90 : 90CRI

LED RECESSED VANDAL RESISTANT DOWNLIGHT ORDERING Example: DL36R7B-PCUE-DUN-T56

ITEM # FINISH LENS DIMMING LED
Blank : Clear Tempered Glass

-FR : Frosted Tempered Glass
-PC : Clear Polycarbonate 

DL36R7 : 6-inch Wall Wash B : Black
W : White 
S : Silver 

BZ : Bronze 

Blank : Non-Dimming (120V)
UE-DUN : UniDim™ (120V/277V) 

-T27 : 2700K
-T30 : 3000K
-T35 : 3500K
-T40 : 4000K
-T50 : 5000K
-T56 : 5600K
-T65 : 6500K

1500LMIP67

2000LMIP67

2000LMIP67



Driver
Smoothly dims down to 5% with standard Low Voltage 
dimmers. Works with standard electronic low voltage 

brand dimmers: SELV300P, DVELV-300P, MAELV-600
and NELV-450.

Color Temperature
Comes standard with 3,000K Warm White,
3500K Neutral, or 4000K Cool White LED's
binned according to ANSI C78 377A for color
temperature and chromaticity ranges.

SURFACE MOUNT LED DOWNLIGHT SERIES

LUMEN PAD
ROUND AND SQUARE | 5” & 7” ROUND  •  5” & 7” SQUARE

Mounting
Universal mounting hardware
allows mounting to all standard
octagonal electrical junction
boxes.

Square
Lumen Pad

B
• 85CRI, 120V AC input
• 3 color temperature options: 

3000K, 3500K and 4000K
• Die cast aluminum construction
• Mounts to junction box

Warranty
Covered by a 3 Year Warranty to be free of defects in materials and
craftsmanship. Recommended for applications where ambient
temperatures do not exceed 35°C, installations exceeding this
temperature will result in reduced LED lamp life and a voided
warranty.

Wet Location
Suitable for Wet Location
Installations.

Lumen Maintenance
Minimum 50,000 hours L70 life based
on ANSI TM-21 calculations from LM80
standardized test results.

LITON is proud to introduce our new super-sleek, super-slim, surface-mount

combination of innovative, elegantly minimalist design & high quality LED

alternatives to recessed lighting for plenum-challenged spaces with low-
to-medium (average) ceiling heights.

Thermal
Management
dissipation facilitated by
integral heat sink design
for maximum heat rejection
to provide long LED life.
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SURFACE MOUNT LED DOWNLIGHT SERIES

LUMEN PAD ROUND     12W • 1,000LM - 15W • 1,200LM

LUMEN PAD
ROUND AND SQUARE | 5” & 7” ROUND  •  5” & 7” SQUARE

* Special order.

ORDERING 5” & 7” LUMEN PAD ROUND Example: LCMPD7RWUE-D10-T35-PC

LCMPD5R : 5-inch round, 1,000Lm
LCMPD7R : 7-inch round, 1,200Lm

ITEM DIMMINGFINISH COLOR TEMPERATURE 
Blank : ELV Dimming

UE-D10 : 120V/277V (0-10V Dimming)
-T30 : 3000K
-T35 : 3500K
-T40 : 4000K

W : White
MATERIAL
Blank : Die-Cast Aluminum

-PC : Non-Conductive Polycarbonate*

LUMEN PAD SQUARE     12W • 700LM - 15W • 900LM

5” and 7" Architectural Surface Mount Downlight is perfect for Retr t, New Construction and Remodel applications in low
to medium height ceilings. Super thin pro rusive in design and has low glare.

Application

14”

w”

w” (LCMPD5R)
1” (LCMPD7R)

3d” (LCMPD5Q)
5d” (LCMPD7Q)

5” (LCMPD5R)
7” (LCMPD7R)

5” (LCMPD5Q)
7” (LCMPD7Q)

5a” (LCMPD5R)
88” (LCMPD7R)

* Special order.

ORDERING 5” & 7” LUMEN PAD SQUARE Example: LCMPD7QW-T35-PC

LCMPD5Q : 5-inch square, 700Lm
LCMPD7Q : 7-inch square, 900Lm

ITEM DIMMINGFINISH COLOR TEMPERATURE 
Blank : ELV-Dimming -T30 : 3000K

-T35 : 3500K
-T40 : 4000K

W : White
MATERIAL
Blank : Die-Cast Aluminum

-PC : Non-Conductive Polycarbonate*



LITON OUTDOOR ARCHITECTURAL LED SERIES

10” ARCHITECTURAL CEILING DIFFUSED   600 LM-1,500 LM
LED SURFACE MOUNT | ARCHITECTURAL CEILING DIFFUSED LIGHT 

Housing
Constructed from one piece of high
grade die cast aluminum with a

integral wiring compartment
and silicone gasket. One (1)
power entry hole (1/2-14
NPSM) provided.

Faceplate
A round, cross bar, one-piece,
high grade die cast aluminum
with a high corrosion-resistant

cent UV stabilized polycarbonate opal
lens. Faceplate is secured to housing by
four (4) captive, tamper resistant, stainless steel
screws.

Application
Ceiling Mount Surface Luminaires are ideal for indoor
or outdoor applications in residential, commercial, or

integrate into the design of the structure. The ceiling
mount surface can be used to direct and guide as well
as supply lighting for security.

Bene�ts
• Cold Weather Operation (-40°F)

• Tamper Proof Hardware

• 80+CRI Light Quality 
• ADA Compliant for Mounting 

within 4 feet of the ground
• IP65 RATED

Lumen Maintenance
Minimum 50,000 hours L70 life based on ANSI
TM-21 calculations from LM80 standardized test
results. See ordering guide for delivered lumens.

Dimming
0-10V dimming option

(-D10) works with most
5-Wire 0-10V dimmers.

with Leviton IP710-DLX and
Lutron NTFTV-WH.

Electrical
AC 50/60Hz Electronic Direct Cur-

rent Class 2 driver integrally
mounted. Power Factor >

0.90. Accessible from
above or below ceiling.

Suitable for cold weath-
er applications down
to -40°C/-40°F

Listing
ETL/cETL Listed, suitable for wet locations and for
all types of construction, covered ceiling mount.
ADA compliant when installed per ADA Require-
ments.

Warranty
Covered by a 5 Year Warranty to be free of defects
in materials and craftsmanship.

Emergency Options
Emergency LED Battery Back-Up available, remotely mounted
adjacent to housing by installer. When AC power fails, the device
immediately switches to the emergency mode, operating the LEDs
for a minimum of 90 minutes. Remote test switch, plate cover and
junction box included.

Through Wiring
A maximum of four (4) No. 12 AWG conductors (plus ground wire)
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LITON OUTDOOR ARCHITECTURAL LED SERIES

10” ARCHITECTURAL CEILING DIFFUSED    600 LM-1,500 LM
LED SURFACE MOUNT | ARCHITECTURAL CEILING DIFFUSED LIGHT
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LED 10-INCH (CEILING) SURFACE-MOUNT ORDERING Example: WS700CB-L15UE-D10-RGBW

ITEM # FINISH LUMEN OPTION COLOR TEMPERATURE
-L06 : 10W  600Lm
-L15 : 20W  1,500Lm

WS700C : Open Face
WS730C : Bulls-Eye
WS734C : Cross Bar

B : Black
W : White *
S : Silver *

BZ : Bronze *

Blank : 120V
UE : 120V/277V

UE-D10 : 120V/277V 0-10 Dimming 
UE-EM : Remote Emergency Backup 

-T30 : 3000K
-T40 : 4000K
-T50 : 5000K *

-RGBW : Color Changing (Consult Factory)

* Special Order. Minimum order or extended lead time may apply. Consult Factory.

WS700C  10”  ROUND OPEN FACE LED  CEILING DIFFUSED LIGHT
(10W) 600LM - (20W) 1,500LM | CEILING SURFACE MOUNT

WS730C  10”  ROUND BULLS-EYE LED  CEILING DIFFUSED LIGHT
(10W) 600LM - (20W) 1,500LM | CEILING SURFACE MOUNT

WS734C  10”  ROUND CROSS BAR LED  CEILING DIFFUSED LIGHT
(10W) 600LM - (20W) 1,500LM | CEILING SURFACE MOUNT 

• Surface-mount Open Face Ceiling Sconce Luminaire
• Indoor or outdoor settings
• Residential, commercial, or architectural applications
• Used as direct, guide, and supply lighting for security

• Surface-mount Bulls-Eye Ceiling Sconce Luminaire
• Indoor or outdoor settings
• Residential, commercial, or architectural applications
• Used as direct, guide, and supply lighting for security

• Surface-mount Cross Bar Ceiling Sconce Luminaire
• Indoor or outdoor settings
• Residential, commercial, or architectural applications
• Used as direct, guide, and supply lighting for security



LITON OUTDOOR ARCHITECTURAL LED SERIES

10” SURFACE WALL LUMINAIRES    600 LM -1,500 LM
10” ROUND & SQUARE | ARCHITECTURAL WALL DIFFUSED LIGHT 

Housing
Constructed of a one piece
high grade die cast aluminum

Includes an integral wiring
compartment and silicone
gasket. Includes (1) power
entry hole (1/2-14 NPSM)

Faceplate
Round open one-piece high
grade die cast aluminum with a
high corrosionresistant powder coat

glare-free illumination. Faceplate is secured to
housing by four (4) captive, tamper resistant, stain-
less steel screws.

Application
Surface Wall Sconce Luminaires are ideal for indoor or
outdoor applications in residential, commercial, or

to integrate into the design of the structure.
The Wall Sconce can be used to direct and
guide as well as supply lighting for
security.

Bene�ts
• Tamper Proof Hardware
• 80+CRI Light Quality 
• ADA Compliant for Mounting 

within 4 feet of the ground
• IP65 RATED

• Available in Black, White, Silver & 
Architectural Bronze

• Cold Weather Operation (-40°F)
• Universal Dimming option dims with 

ELV, 2-Wire 0-10V Dimming Systems

Lumen Maintenance
Minimum 50,000 hours L70 life based on ANSI

TM-21 calculations from LM80 standardized
test results. See ordering guide for

delivered lumens.

Dimming
0-10V dimming option (-

D10) works with most
5-Wire 0-10V dimmers.

use with Leviton
IP710-DLX and Lutron
NTFTV-WH.

Electrical
Through wiring, a

maximum of four (4)
No. 12 AWG conductors

(plus ground wire).

Listing
UL / ETL Listed, suitable for wet lo-

cations and for all types of construc-
tion including poured concrete. ADA

compliant and suitable for installation within
4 feet of ground.

Warranty
Covered by a 5 Year Warranty to be free of 
defects in materials and craftsmanship.

Emergency Options
Emergency LED Battery Back-up available, remotely mounted adjacent
to housing by installer. When AC power fails,the device immediately
switches to the emergency mode, operating the LEDs for a minimum of
90 minutes. Remote test switch, plate cover and junction box included.
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LITON OUTDOOR ARCHITECTURAL LED SERIES

10” SURFACE WALL LUMINAIRES    600 LM -1,500 LM
10” ROUND & SQUARE | ARCHITECTURAL WALL DIFFUSED LIGHT
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LED 10-INCH SURFACE-MOUNT WALL LUMINAIRE ORDERING Example: WS725SB-L15UE-D10-RGBW

ITEM # FINISH LUMEN OPTION COLOR TEMPERATURE
-L06 : 10W  600Lm
-L11 : 15W 1,100Lm**
-L15 : 20W  1,500Lm***

WS700S : Open Face
WS730S : Bulls-Eye
WS732S : Decorative Cross Bar
WS733S : Guard Bar
WS734S : Cross Bar
WS735S : Striped
WS750S : Half Lid
WS752S : Half-Lid/Guard Bar
WS770S : Vanguard
WSQ234S : Square Pyramid

B : Black
W : White *
S : Silver *

BZ : Bronze *

Blank : 120V
UE : 120V/277V

UE-D10 : 120V/277V 0-10 Dimming 
UE-EM : Remote Emergency Backup 

-T30 : 3000K
-T40 : 4000K
-T50 : 5000K

-RGBW : Color Changing (Consult Factory)

* Special Order. Minimum order or extended lead time may apply. Consult Factory.
** Only for WS750S and WS752S.     *** Not available for WS750S and WS752S.

103
4/ “ 53

4/ “

4“

101
4/ “

WS752S
: Round Half-Lid/Guard Bar

WS770S : Round Vanguard

WS750S : Round Half LidWS734S : Round Cross Bar

WS700S : Round Open Face WS730S : Round Bulls-Eye WS732S : Round Decorative Cross Bar WS733S : Round Guard Bar

WS735S : Round Striped

WSQ234S : Square Pyramid Square Dimensions Round Dimensions
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ARCHITECTURAL LED OUTDOOR LIGHTING

LED OUTDOOR WALL LUMINAIRES
R E C E S S E D  L E D   | S U R F A C E  M O U N T  L E D



ARCHITECTURAL LED OUTDOOR SERIES

SL400  • 7-INCH PATHWAY / STEP LIGHTING
11W / 1,000 LM STAINLESS STEEL PATHWAY / STEP LED LIGHTING

Electrical
LED: one (1) 3.5W LED array, LED
color: warm white (3000K, 160lm),
Input: 22V DC to 24V DC (24D). A
separate remote LED 24V DC step
down transformer is required (by

Housing
Constructed of a one piece high grade stainless

outer block-out housing. Includes an integral LED
array, an opal lens. One (1) cable gland with water
resistant cord provided.

Application
Recessed Wall Luminaire designed for commercial, architectural, and residential
installation. Designed to conform to the architectural requirements for low mounting
heights for the illumination of steps, stairways, walkways, aisles, ramps and other indoor
and outdoor applications.

Bene�ts
• High Quality Stainless 

Steel Construction
• High 80CRI
• 120V/277V Option
• 5 Year Warranty
• 32W CFL Equivalent
• ADA compliant
• Tamper resistant

Color Temperature
Available in 3000K, 3500K,
4000K, 5000K* and Color
Changing (Consult Factory).

Faceplate
Rectangular open one-piece high grade stainless
steel and clear tempered glass lens with silicone
gasket . Faceplate is secured to housing by four (4)
stainless steel screws.

Warranty
Covered by a 5-Year Warranty to
be free of defects in materials
and craftsmanship.

Listing
ETL / cETL Listed, suitable for wet location
and for all types of constructions including
mounting within 1.2 m (4ft) of the ground,
use in poured concrete, Type IC, Type Non-
IC. ADA compliant. (IP65).
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ORDERING 7-inch/11W PATHWAY / STEP LIGHTING Example: SL400UE-RGBW

SL400 : 11W
ITEM# FINISH

Blank : Stainless Steel Face Plate

* Extended lead times.     ** Special Order. Extended lead times may apply.

OPTION LED
-T30 : 3000K *
-T35 : 3500K **
-T40 : 4000K 
-T50 : 5000K **

-RGBW : Color Changing (Consult Factory)

Blank : 120V
UE : 120V/277V



ARCHITECTURAL LED OUTDOOR LIGHTING

9-INCH PATHWAY / STEP LIGHT LED    11W / 1,000LM
RECESSED WALL LUMINAIRE  | STEP LIGHTS  | 11W / 1,000 LM

Recessed Wall Luminaire for commercial, architectural, and
residential installations. Designed to conform to the architectural
requirements for low mounting heights to illuminate steps,
stairways, walkways, aisles, ramps and other indoor and/or
outdoor applications. Can be mounted vertically. 

Constructed of high grade die cast aluminum with an
integral wiring compartment and silicone gasket. Four
(4) threaded holes (1/2-14 NPSM) and mounting tabs
provided.

SL600 : OPEN FACE

SL630 : LOUVER

1

Rectangular open (SL600) or with louver (SL630) one-
piece die cast aluminum faceplate and semi-translucent
UV stabilized polycarbonate opal lens.

2

Faceplate is installed by two (2) captive, tamper
resistant, stainless steel screws.

3

Covered by a 5 Year Warranty to be free of defects in
materials and craftsmanship.

4

(1) 4.5W LED arrays, CRI: 80 min., 384lm. LED colors: 
Warm White (3000K), Neutral White (4000K), or Cool 
White (5000K). Input: 120V (4.6W max.), Min. operating 
Temp. -30°C. For line voltage dimming (120V only) use 
Lutron® "Ariadni®/Toggler®" wall dimmer #AY-603P-xx 
or # TG-603PRxx (xx = color), by others.

(2) 4.5W LED arrays, CRI: 80 min., 768lm. LED colors: 
Warm White (3000K), Neutral White (4000K), or Cool 
White (5000K). Input: 120V (9.2W max.), Min. operating 
Temp. -30°C. For line voltage dimming (120V only) use 
Lutron® "Ariadni®/Toggler®" wall dimmer #AY-603P-xx 
or # TG-603PRxx (xx = color), by others.

5
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SL632 : ANGLED LOUVER

1 2
3

5
4

Bene�ts
• High Qualitiy Die-

Cast Construction
• High 80CRI
• 120V/277V Option
• 5-Year Warranty
• 32W CFL Equivalent
• ADA compliant
• Tamper resistant

ORDERING 9-inch/11W PATHWAY / STEP LED LIGHTING Example: SL600BUE-RGBW

SL600 : 11W
SL630 : 11W 
SL632 : 11W 

ITEM# FINISH
B : Black

W : White
S : Silver *

BZ : Architectural Bronze *

* Extended lead times.     ** Special Order. Extended lead times may apply.

OPTION COLOR TEMPERATURE
-T30 : 3000K *
-T35 : 3500K **
-T40 : 4000K 
-T50 : 5000K **

-RGBW : Color Changing (Consult Factory) 

Blank : 120V
UE : 120V/277V



High grade die cast aluminum with an integral wiring
compartment, silicone gasket. Two (2) 1/2-14 NPSM
conduit provided.

1

Rectangular open with “side grill” (SL700), with “full grill”
(SL732), with “full vertical grill” (SL762),  one-piece high
grade die cast aluminum faceplate with a high
corrosion-resistant powder coat finish and semi-
translucent polycarbonate opal lens.

2

Faceplate is installed by four (4), captive, tamper
resistant, stainless steel screws.

3

Covered by a 5 Year Warranty to be free of defects in
materials and craftsmanship.

4

(1) 4.5W LED arrays, CRI: 80 min., 384lm. LED colors: 
Warm White (3000K), Neutral White (4000K), or Cool 
White (5000K). Input: 120V (4.6W max.), Min. operating 
Temp. -30°C. For line voltage dimming (120V only) use 
Lutron® "Ariadni®/Toggler®" wall dimmer #AY-603P-xx 
or # TG-603PRxx (xx = color), by others.

(2) 4.5W LED arrays, CRI: 80 min., 768lm. LED colors: 
Warm White (3000K), Neutral White (4000K), or Cool 
White (5000K). Input: 120V (9.2W max.), Min. operating 
Temp. -30°C. For line voltage dimming (120V only) use 
Lutron® "Ariadni®/Toggler®" wall dimmer #AY-603P-xx 
or # TG-603PRxx (xx = color), by others.

(3) 1.5W LED array, LED colors: Warm White (2725K, CRI: 
80, 210lm), Neutral White (3500K, CRI: 80, 250lm), Cool 
White (5100K, CRI: 70, 280lm). Input: 120V through 
240V (120), LED driver, electronic. Min. start Temp. -20°C.

5
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ARCHITECTURAL LED OUTDOOR LIGHTING

11-INCH PATHWAY / STEP LIGHT LED    11W • 20W
RECESSED WALL LUMINAIRE  | STEP LIGHTS  | 11W / 1,000 LM   •   20W / 1,500 LM

Recessed Wall Luminaire for commercial, architectural, and
residential installations. Designed to conform to the
architectural requirements for low mounting heights to
illuminate steps, stairways, walkways, aisles, ramps and other
indoor and/or outdoor applications. Can be mounted vertically. 

SL700 : OPEN FACE

SL730 : LOUVER

SL762
VERTICAL LOUVER

1
2 3

5

4

1
2 3

5

4

SL732 : ANGLED LOUVER

1
2 3

5

4

ORDERING 11-inch / 11W • 20W PATHWAY / STEP LED LIGHTING Ex.: SL700B-L15UE-RGBW

SL700
SL730
SL732
SL762

ITEM# FINISH
B : Black

W : White
S : Silver *

BZ : Architectural Bronze *

* Extended lead times.     ** Special Order. Extended lead times may apply.

OPTION COLOR TEMPERATURE
-T30 : 3000K *
-T35 : 3500K **
-T40 : 4000K 
-T50 : 5000K **

-RGBW : Color Changing (Consult Factory) 

Blank : 120V
UE : 120V/277V

LUMENS
Blank : 11W / 1,000Lm

-L15 : 20W / 1,500Lm

1

2

3

4

5



LITON LED STEPLIGHTS AND PATHWAY LIGHTING

LED STEPLIGHTS / PATHWAY LIGHTING
FOR ILLUMINATING PATHWAYS, STAIRCASES, AISLES AND LOW LEVEL POINT OF EGRESS

Application
High quality, die-cast step lights feature a 'no-screw' faceplate for a sleek, modern appearance. Consuming only 3.5 watts and

residential and commercial applications. Perfect for improving safety in dimly lit areas.

No-Screw Faceplate for 
a clean modern look 3.5 watts, delivers 240 Lumens

3,000K CCT, 80CRI

Tamper resistant

Mounting Bracket for cement

(LSLDR-BRKT)

Seamless die-cast aluminum
construction for durability and
long lasting beauty

120V direct wiring. 
No remote driver required

ELV dimming is standard. 
Dims to 10%

Available with Amber Lens
(~590nm)

Mounts to standard 
Single-Gang J-Box 
(1-1/2" Minimum Depth)

Horizontal

Ve
rti

ca
l

Sq
ua

re

Round

32 | © LITON LIGHTING | THE COMPLETE LIGHTING SOLUTION  | 1.800.515.4880  |           LITON.COM LITON®



Square Open Lens* Square Louver*

Open Lens Rectangle Rectangle Louver

Open Lens Round* Round Louver*

LSLDQ00
CAT# FINISH LENS

W : All White
B : All Black

Blank : 3000K
-TAM : Amber (~590nm)

ACCESSORY
Blank : None

/LSLDR-BRKT : Universal Bracket
LSLDQ73
CAT# FINISH LENS

WW : All White
BB : All Black

Blank : 3000K
ACCESSORY

Blank : None
/LSLDR-BRKT : Universal Bracket

LSLDH00
CAT# FINISH LENS

W : All White
B : All Black

Blank : 3000K
-TAM : Amber (~590nm)

LSLDH73
CAT# FINISH LENS

WW : All White
BB : All Black

Blank : 3000K
-TAM : Amber (~590nm)

LSLDR00
CAT# FINISH LENS

W : All White
B : All Black

Blank : 3000K
-TAM : Amber (~590nm)

LSLDR73
CAT# FINISH LENS

WW : All White
BB : All Black

Blank : 3000K

LSLDR-BRKT)

3v”

4,”

3s”

1w”

1w”

c”

c”

c”

12”

18”

18”

3s”

1w”

c”

18”

3v”

3z”

4,”

1w”

c”

18”

3z”

1w”

3v” c”

12”

3v”1w”
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LITON LED STEPLIGHTS AND PATHWAY LIGHTING

LED STEPLIGHTS / PATHWAY LIGHTING
FOR ILLUMINATING PATHWAYS, STAIRCASES, AISLES AND LOW LEVEL POINT OF EGRESS
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LITON OUTDOOR ARCHITECTURAL LED SERIES

14-INCH RECESSED ROUND OPEN FACE     600 LM -1,500 LM
WS800R | 14” ROUND ARCHITECTURAL WALL DIFFUSED LIGHT

BENEFITS

• Tamper proof hardware 
• 80+CRI light quality

• ADA compliant for mounting 
within 4 feet of the ground

• Cold weather operation (-40°F)
• IP65 rated

Surface Wall Sconce Luminaires are ideal for indoor or outdoor applications in: residential, commercial, or architectural

guide as well as supply lighting for security.

* Extended Lead Time

LED 14-INCH RECESSED ROUND OPEN FACE ORDERING Example: WS800RB-L15UE-D10-T50

ITEM # FINISH LUMEN OPTION COLOR TEMPERATURE
-L06 : 10W  600Lm
-L15 : 20W  1,500Lm

WS800R : 600Lm | 1500Lm B : Black
W : White *
S : Silver *

BZ : Bronze *

Blank : 120V
UE : 120V/277V

UE-D10 : 120V/277V 0-10 Dimming 
UE-EM : Remote Emergency Backup 

-T30 : 3000K
-T40 : 4000K
-T50 : 5000K

-RGBW : Color Changing (Consult Factory)
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Housing
Constructed of a one piece
high grade die cast alu-
minum with a powder coat

wiring compartment and
silicone gasket. Includes (1)
power entry hole (1/2-14
NPSM)

Faceplate
Round open one-piece high grade die cast aluminum

semi-translucent UV stabilized polycarbonate opal lens

plate is secured to housing by four (4) cap-
tive, tamper resistant, stainless steel
screws.

Emergency Options
Emergency LED Battery
Back-up available, remotely
mounted adjacent to housing
by installer. When AC power
fails, the device immediately
switches to the emergency
mode, operating the LEDs for a
minimum of 90 minutes. Remote test
switch, plate cover and junction box in-
cluded.

Lumen Maintenance
Minimum 50,000 hours L70 life based on ANSI TM-21
calculations from LM80 standardized test results. See

ordering guide for delivered lumens.

LED Color Temperature
Available in 3000K, 4000K, 5000K

and Color Changing (Consult
Factory).

Through Wiring
A maximum of four (4) No.

12 AWG conductors (plus
ground wire).

Dimming
0-10V dimming option 
(-D10) works with most
5-Wire 0-10V dimmers.

use with Leviton IP710-
DLX and Lutron NTFTV-
WH.

Warranty
Covered by a 5 Year Warranty to be free

of defects in materials and  craftsmanship.

Electrical
TAC 50/60Hz Electronic Direct Current Class 2 driver integrally mounted. Power Factor > 0.90. Accessible from above or below
ceiling. Suitable for cold weather applications down to -40°C/-40°F.

14 “ ø 

2 1 
2 / “ 

2 “ 

12 “ ø 



LITON OUTDOOR ARCHITECTURAL LED SERIES

9” DEXTERO ADJUSTABLE WALL FLOOD    3,250 LM -10,500 LM
9” SURFACE MOUNT ADJUSTABLE | ARCHITECTURAL WALL FLOOD LIGHT 

Housing
Constructed from rectangular high grade die cast
aluminum housing, high grade aluminum arms and

adjustable LED array with optics (rotates 135° up and
135° down), LED driver and a mounting bracket.
Mounting bracket is secured to housing with two (2)
stainless steel set screws. A 7-stage electrostatic,

delivers outstanding durability,
superior anti-aging,  and

resistance to corrosion
and UV-degradation.

Mounting
Fixture includes a mounting bracket that installs onto a 3-1/2" or 4" octagonal junction box or directly onto a wall over a 3-1/2" or 4"
octagonal junction box. Fixture can also be mounted (with mounting bracket) onto a wall for surface conduit entry using three (3)
threaded 1/2 NPT trade conduit openings, one (1) on each side and one (1) on the bottom (or top if LED arrays are pointing up).

Application
This Adjustable directional Wall luminaire can be used in both
interior and outdoor settings and can be pointed up or down.
Typical locations are in commercial and retail spaces that contain
walls and/or columns that require directional lighting. Can be
used as downlight for direct illumination or an uplights for
indirect illumination of architecture facades.

Bene�ts
• Adjustable Design
• Fully adjustable LED modules. (Lockable tilt)
• J-box Mount or conduit entry from bottom or side.

• Emergency back up available
• Can be used as up/down light or direct
• 5 year limited warranty 
• 120V/277V Standard

Lumen Maintenance
Minimum 50,000 hours L70
life based on ANSI TM-21
calculations from LM80
standardized test results.
See ordering guide for
delivered lumens.

Dimming
(-DUN) option is a uni-

versal dimming system
that works with most 3-Wire

ELV, 2-Wire Incandescent and 5-Wire

Electrical
AC 50/60Hz Electronic
Direct Current Class 2 driver
integrally mounted. Power Factor >
0.90. For cold weather applications (-22°C
and above) use -DUN driver option.

Warranty
Covered by a 5 Year Warranty to be free of defects in
materials and craftsmanship. Fixture should not be
installed in applications with ambient temperature
above 60 degrees C. Doing so will result in reduced
lamp life and voided warranty.

Emergency Options
Emergency LED Battery Back-up available, remotely mounted
adjacent to housing by installer. When AC power fails, the
device immediately switches to the emergency mode,
operating the LEDs for a minimum of 90 minutes. Remote test
switch, plate cover and junction box included.
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LITON OUTDOOR ARCHITECTURAL LED SERIES

9” DEXTERO ADJUSTABLE WALL FLOOD    3,250 LM -10,500 LM
9” SURFACE MOUNT ADJUSTABLE | ARCHITECTURAL WALL FLOOD LIGHT
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WLP31 9”  DEXTERO 1-LAMP ADJUSTABLE LED  WALL FLOOD
(25W) 3,250LM - (40W) 5,200LM | 1-LAMP ADJUSTABLE FLOOD

WLP32 9”  DEXTERO 2-LAMP ADJUSTABLE LED  WALL FLOOD
(60W) 7,800LM - (80W) 10,500LM | 2-LAMP ADJUSTABLE FLOOD

135°

135°

• Ideal for Interior and/or outdoor settings
• Used as an uplight (indirect) or downlight (direct)

• Commercial or retail spaces
• Integral emergency option available. Consult factory.

FrontSide

FrontSide

LED 9-INCH DEXTERO 1-LAMP ADJUSTABLE ORDERING Example: WLP31-40WUE-DUN-EMA

ITEM # LUMEN DIMMING LED OPTIONS
-25W : 3,250 Lm
-40W : 5,200 Lm

WLP31 : 1-Lamp Adjustable Blank : Non-Dimming
UE-DUN : UniDim™ (120V/277V)

Blank : None
-EMA : Integral 10W EM Battery

Blank : 4000K

LED 9-INCH DEXTERO 2-LAMP ADJUSTABLE ORDERING Example: WLP32-80WUE-DUN-EM

ITEM # LUMEN DIMMING LED OPTIONS
-60W : 7,800 Lm
-80W : 10,500 Lm

WLP32 : 2-Lamp Adjustable Blank : Non-Dimming
UE-DUN : UniDim™ (120V/277V)

Blank : None
-EM : Remote Emergency

Blank : 4000K

• Ideal for Interior and/or outdoor settings
• Used as an uplight (indirect) or downlight (direct)

• Commercial or retail spaces
• Integral emergency option available. Consult factory.

5x”

513 32”

135°

135°

3 5 32”

7 9 32” 9 1 32”

827 32”

5 5 32”

3 5 32”3 5 32”

7 9 32” 9 1 32”



LITON OUTDOOR ARCHITECTURAL LED SERIES

LED ACCENT BAR     (9W) 540 LM - (18W) 1,080 LM
WET LOCATION | RIGID  | ARCHITECTURAL LINEAR LED LIGHTING
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Linear LED Lighting for damp and wet locations including kitchens, baths, wet bars, spas and covered
outdoor spaces. Perfect for applications where moisture caused by steam, fog, rain, humidity and the
presence of water can destroy regular linear LED lighting.

• No Dark Spots with onboard couplers
• Water tight end-to-end couplers seal out moisture
• High density LEDs populated onto a metallic base and sealed in silicone
• Long, seamless 20ft. runs with in-line power feed
• Powerful: 270 Lumens per foot
• High Density: 18 LEDs per foot for smooth illumination
• Available in 24” and 48” lengths
• Versatile ELV & 0-10V Dimmable & 277V Driver Options
• 80+ CRI for excellent color rendering
• Mounting hardware included

• Lamp Life: 25,000 hours L70 calcs from LM80 tests
• LED Color Temperature: 3,000K Warm White (CRI 80+)
• Optional LED Colors: Blue, Green, Amber, Red & RGB are special order
• LED Beam Curve: 120º Standard

Retail  | Residential  | Commercial  | Exhibition  | Kitchen



LITON OUTDOOR ARCHITECTURAL LED SERIES

LED ACCENT BAR     (9W) 540 LM - (18W) 1,080 LM
WET LOCATION | RIGID  | ARCHITECTURAL LINEAR LED LIGHTING
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6.63” 6.63”

0.43”

0.56”

1.31”

1.31”

72”

24”
24”or 48”

0.76”

LULEDBW24
LULEDBW48

CATALOG # LENGTH
24” 
48” 

# OF LED
36 LED
72 LED

WATTAGE
9W

18W

LUMENS
540 Lm

1080 Lm

LED COLOR
-30 : 3000K 

LULEDB-BR30
LULEDB-CC48
LULEDB-FC48
LULEDBW-PC24
LULEDBW-PH72

ACCESSORIES DESCRIPTION
30º Clip
Clear Cover
Frosted Cover
Inter-Power Connector
End Feed Connector

48”
48”
24”
72”

LENGTH
LD5V24-24-PI
LD529V024-10
LD533V024-60-DLV-JB
LD533V024-96-DLV-JB
LD533V024-200-DLV-JB
LD533V024-1227-60-D10
LD533V024-1227-100-D10

POWER SUPPLIES WATT.
24W
10W
60W
96W

200W
60W

100W

POWER METHOD
N/A
N/A
Electr. Low Volt.
Electr. Low Volt.
Electr. Low Volt.
0-10V
0-10V

AC Plug-in
Hardwire
Hardwire
Hardwire
Hardwire
Hardwire
Hardwire

Add -PI for US Wall Plug Requires LUTKLED-PH40 277V Option

LIST.
ETL
UR
ETL
ETL
ETL
UR
UR

DIMENSIONS
3.82” x 2.16” x 1.54”
5.00” x 5.00” x 1.00”
8.19” x 2.06” x 1.75”
9.25” x 3.44” x 1.94”
9.25” x 3.44” x 1.94”
8.38” x 1.69” x 1.19”
8.31” x 2.38” x 1.38”

DIMMING
2

1, 2

1, 2, 3

321

1, 2, 3

1, 2, 3

1, 2

1, 2

44

86

130

172

0 - 30 132.96
0 - 40 217.52
0 - 60 384.36
0 - 90 461.40

28.80
47.10
83.30

100.00

1’ 2.0
2’ 2.5
3’ 3.5
4’ 4.0

30.00
15.00

7.50
4.95

LULEDBW-PH72
72” Power Feed

LULEDBW-PC24
24” Interconnector

WET LOCATION LED BAR ORDERING

POWER SUPPLIES ACCESSORIES

FOOTCANDLESZONAL LUMEN SUMMARY

Example: LULEDBW24-30

ZONE LUMENS % FIXT DISTANCE WIDTH FC
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• LED BOLLARDS
• ABOVE GROUND LED
• SURFACE MOUNT LED
• LUMEN PAD LED
• STEPLIGHTS / PATHWAY
• WALL LUMINAIRES

4-INCH 
BOLLARDS

MINIATURE
SCONCES

ECONOMY 
WALL PACKS

ADJUSTABLE 
WALL PACKS

OUTDOOR 
PENDANTS
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