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LITON’s 2.5" Recessed features modular design 

and a large variety of trim, beam spread, and fi nish 

options, off ering versatility for all of your recessed 

lighting applications.

LRLD, LRLDQ, LRXLD, LRXLDQ

www.liton.com

NOTE: Refer to individual specifi cation pages at 

https://liton.com/ for more detailed information about

lumen, driver, and color temperature compatibility.
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Beam Spread Options

B10 B25 B35 B60 Wall Wash
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LRLD2521 - Downlight
LRLD2521J - 25° Adj. Accent
LRLD2571 - 40° Adj. Accent
LRLD2572 - Wall Wash

LRXLD2521 - Downlight
LRXLD2521J - 25° Adj. Accent
LRXLD2571 - 40° Adj. Accent
LRXLD2572 - Wall Wash

LRLDQ2521 - Downlight
LRLDQ2521J - 25° Adj. Accent
LRLDQ2571 - 40° Adj. Accent
LRLDQ2572 - Wall Wash

Round Flanged Round Flangeless Square Flangeless Round PinholeSquare Flanged

LRXLDQ2521 - Downlight
LRXLDQ2521J - 25° Adj. Accent
LRXLDQ2571 - 40° Adj. Accent
LRXLDQ2572 - Wall Wash

LRLD2519 -Pinhole

2.5" RECESSED Features 
• Small 2.5" Aperture

• Available in 6 refl ector fi nishes

• Up to 2400 lumens delivered

• 120V Triac dimming standard

• Optional (UE-DUN) 120V/277V 
0-10V, ELV, Triac dimming 

WARM DIMMING
AVAILABLE

Warm Dimming, 1800-3000K
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LITON  2.5" SUPER-SHALLOW FRAME NEW CONSTRUCTION SQUARE

LSHLD2, LSHQLD2

www.liton.com

2.5" SUPER
Shallow Housing
A variety of round and square trim options 

make Liton's 2.5" super shallow housing 

the ideal solution to the challenge of small, 

cramped shallow plenums found in many 

high-end residential and commercial lighting 

applications.

Features 
• For shallow plenum applications

• Small 2.5" aperture

• 1000lm - 2600lm (10W-30W)

• Variety of round & square trim 
and accessory options

LR2521
2.5" Shallow Flanged

Downlight

LR2572
2.5" Shallow Flanged

Fixed Wall Wash

LRX2521
2.5" Shallow Flangeless

Downlight

LRX2572
2.5" Shallow Flangeless

Fixed Wall Wash

LRQ2521
2.5" Shallow Flanged

Downlight

LRQ2572
2.5" Shallow Flanged

Fixed Wall Wash

LRXQ2521
2.5" Shallow Flangeless

Downlight

LRXQ2572
2.5" Shallow Flangeless

Fixed Wall Wash
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2-1/8" housing is 
the same height 
as a credit card!

Round & Square Trims

NOTE: Refer to individual specifi cation pages at 

https://liton.com/ for more detailed information about

lumen, driver, and color temperature compatibility.

2-1/8" Housing
Height!
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