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LITON has a variety of Downlighting options to meet your Haze White White Clear
downlighting needs from our LumenBlast and 2.5" Series
Specification Grade, to the C Series Commercial, LRLD
General Purpose and QC Series Economy fixtures.
LUMENBLAST - SPECIFICATION GRADE APERTURE | LUMENS & WATTS | CEILING HEIGHT | COLORTEMP' | BEAM SPREAD FINISHES AVAILABLE AS
Housing/Frame Prefix: LHA 4" O[] | 1000-10,000lm | 8'to 100' 2700K 15°-90° W m 0
. Trim Prefix: LR 6" O[] | (9-116W) 3000K B
4 g O 3500K S [ v g |
B ' 4000K SW
aatt Warm Dimming W
- Tunable White C
C SERIES - COMMERCIAL/ARCHITECTURAL GRADE APERTURE | LUMENS & WATTS | CEILING HEIGHT | COLORTEMP | BEAM SPREAD FINISHES AVAILABLE AS
STANDARD
Housing/Frame Prefix: CH 4" O 1000 - 6200lm | 8'to 30'+ 2700K 70°-80° SW \ Retrofit/Remodel
Trim Prefix: CR 6" O | (16-55W) 3000K WwW
g O 3500K BB
" 4000K cw
< . 10" O (84 CRI) SS
‘.-
C SERIES - COMMERCIAL/ARCHITECTURAL GRADE APERTURE | LUMENS & WATTS | CEILING HEIGHT | COLORTEMP? | BEAM SPREAD FINISHES AVAILABLE AS
(COB) BEAM CONTROL
K i Housing/Frame Prefix: CH 4" O 1000 -3200Im 8'to 45'+ 2700K 20°-75° SW \ Retrofit/Remodel
B— Trim Prefix: CR 6" O (10-40W) 3000K W
L . 8" O 3500K BB
-0 10 O 000K cw
-

T80CRI Standard. 90 & 97 CRI Options for 2700 & 3000K.
290CRI Standard. 97 CRI Options for 2700 & 3000K.
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https://liton.com/featured-collections/lumenblast-recessed.html
https://liton.com/featured-collections/commercial-grade-recessed-led/4-8-commercial-grade-recessed-led.html?https%3A%2F%2Fliton.com%2Ffeatured-collections%2Fcommercial-grade-recessed-led%2F4-8-commercial-grade-recessed-led.html&p=4
https://liton.com/catalogsearch/result/?q=C+series+Beam+Control
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Haze White White Clear
C SERIES - COMMERCIAL/ARCHITECTURAL GRADE APERTURE | LUMENS & WATTS | CEILING HEIGHT COLOR TEMP? BEAM SPREAD FINISHES AVAILABLE AS
SHALLOW
Housing/Frame Prefix: CH 4" O 800 -2400Im 8'to 24'+ 3000K 60° SW, WW, BB v Retrofit/Remodel
Trim Prefix: CR 6" O | (10-30W) 3500K 87°-90°
g O 4000K 110°
2.5" PRECISION SERIES - SPECIFICATION GRADE APERTURE | LUMENS & WATTS | CEILING HEIGHT COLOR TEMP? BEAM SPREAD FINISHES AVAILABLE AS
Housing/Frame Prefix: LHL 2.5" O[] | 1000 -1400lm 6'to 35'+ 1700K 10°-60° Reflector | TrimRing | + Trimless
Trim Prefix: LR (15-22W) 2500K w w \ Retrofit/Remodel
2700K C B R
; R Y
3500K S
4000K RP | —
Warm Dimming MG (ot
LRLD - GENERAL PURPOSE APERTURE | LUMENS & WATTS | CEILING HEIGHT COLOR TEMP BEAM SPREAD FINISHES AVAILABLE AS
Housing/Frame Prefix: LHLD | 2" O[] | 700 -1000Im 8'to 20' 2700K 45° BB \ Retrofit/Remodel
Trim Prefix: LRLD 3" O[] | (10-13W) 3000K 60° C
4 O 3500K MO
4000K N
L= (90 CRI) S
g w
|
QC SERIES - ECONOMY APERTURE | LUMENS & WATTS | CEILING HEIGHT COLOR TEMP BEAM SPREAD FINISHES AVAILABLE AS
Housing/Frame Prefix: LH 4" O 700-1000Im 6'to 10' 2700K 84°- 105° w v Retrofit/Remodel
Trim Prefix: LR 6 O |(10-13W) 3000K T =N
3500K \ o WA
4000K P
(90 CRI)

290CRI Standard. 97 CRI Options for 2700 & 3000K.
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https://liton.com/catalogsearch/result/?q=C+Series+Shallow
https://liton.com/featured-collections/architectural-recessed-downlight.html
https://liton.com/featured-collections/general-purpose-miniature-recessed-led.html
https://liton.com/catalogsearch/result/?q=QC

