
1.5" & 2.5" Architectural Downlights
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Micro 1.5" Diameter
500lm-100lm (6W-12W)

Miniature 2.5" Diameter
1000lm-2400lm (15W-30W)

P-SERIES 1.5" & 2.5" ARCHITECTURAL DOWNLIGHTS

5"H 5-7/8"H

1.5"
2.5"
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P-SERIES MICRO 1.5"

LRLD1521
Round

Downlight

LRLD1573 
Round

Wallwash

LRLDQ1521 
Square

Downlight

LRXL D1573
 Square

Wallwash

Flanged Reflectors Trimless Reflectors

LRXLDQ1573 
Round

Downlight

LRXLD1573
Round

Wallwash

LRXLDQ1521
Square

Downlight

LRXLDQ1573
Square

Wallwash

Micro 1.5" 
A Versatile, Pint-Size Powerhouse
Following in the footsteps of our popular 2.5" 

P-Series luminaire, LITON's new 120V/277V Micro 

1.5" Recessed LED is a pint-size powerhouse with 

unparalleled versatility to highlight artwork, and 

architectural details, or create a warm and inviting 

atmosphere.

1-5/8"2"

Micro Multiples

LRLD15221
2-Module
Downlight

LRLD15321
3-Module
Downlight

LRLD15421
4-Module
Downlight

2-3/4"

1.5" Web Page
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P-SERIES MICRO 1.5”

Heavy-duty 
die-cast aluminum
refl ector            

Adjustable option
tilts 25°, rotates 357°

Slim form factor of 1.5" dia. 
by 6.25" length Driver Box 
easily fi ts in ceiling cutout

Quick Connect to driver

Integral Power Supply
(/LD5INTJBX)
(1) Driver per Fixture

Remote Power Supply 
(/LD5RMTJBX)
(1) Driver for Up to 5 Fixtures

Remote Power Box
(/LD5PNLJBX)
For Up to 8 Drivers 
(1) Driver per Fixture

Three Driver Setup Options
With emergency options off er fl exibility for 
a variety of installations

Trimless Fixtures Interlock for Multiple Fixtures
When tight spacing is required for mud in

• 500lm-1000lm (6W-12W)
• Remote Emergency Backup (40W)
• IES & Revit Files Available Online

3000K
90CRI

2700K
90CRI

4000K
90CRI

3500K
90CRI

Color Temperatures
 

3-3/16"
Centers

3-3/16"
Centers

A variety of fi eld replaceable 
colored lenses and optical 
fi lters are available.

Reflector Finishes

W
White 

B
Black

Diecast aluminum with
paint applied finish

* Not fi eld changeable

1.5" Beam Spreads

15°* 20° 40° 50° WW

US Assembled2016 JA-8 (6)

CAN BE USED
TO COMPLY WITH

T24
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P-SERIES MICRO 1.5”

Micro 1.5" 
Performance Data
25' x 25' Room – Fixtures Spaced 4' on Center and Wall Wash

50' x 8' Corridor  –  Fixtures Spaced 6' on Center With 50° Distribution

Footcandles On Wall
LRLDQ1521 Wall Wash  – Fixtures Spaced 2.5' from Wall 2' on Center

12.0 fc5.0 fc3.0 fc
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The P-Series 120V/277V Miniature 2.5" recessed LED 

with round and/or square fl anged and fl angeless  

options is slightly larger than our new 1.5" but 

off ers lumen output up to 2400lm (30W) for high 

end residential and commercial applications with 

medium height and taller ceilings.

The modular design of luminaire enables simple fi eld 

replacement of color temperature, beam spread, 

fi nish, and trim style.

P-SERIES MINIATURE 2.5"

LRLDQ2521
Downlight

LRXLDQ2521
Downlight

LRLD2521
Downlight

LRXLD2521
Downlight

LRLD2521J
LRLD2571
25° & 40° 

Adjustable

LRXLD2521J
LRXLD2571

25° & 40° 
Adjustable

LRLDQ2521J
LRLDQ2571

25° & 40°
Adjustable

LRXLDQ2521J
LRXLDQ2571

25° & 40°
Adjustable

Flanged Reflectors Trimless Reflectorsnged Reflectors

Miniature 2.5"
Versatility & Even More Lumens

5

ZeroDark Wall Wash
Flanged or Trimless

Round or Square

LRLD2573/LRXLD2573
LRLDQ2573/LRXLDQ2573

750lm (15W), 1200lm (22W)

Adjustable Pull Down
Flanged or Trimless

LRLD2567/LRXLD2567
550lm (7W)

Pinhole

LRLD2519/LRLD2524
600lm-1100lm (15W)
980lm -1500lm (22W)
1400lm-2000lm (30W)

Additional 2.5" Offerings

2.5" Web Page
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• 1000lm-2400lm (15W-30W)
• Airtight Lens Wet Location Option
• Title 24/JA8 Compliant & Energy Star Options
• Type IC or IC/1-Hour Fire-Rated Frame Options
• IES & Revit Files Available Online

Adjustable Accents
tilt 25° or 40°, & rotate 357° 
with hot aiming

Standard Driver is  industry leading 0.5%, 
 120V, 2-Wire Dimming  (1000lm option)

Specify -DUN option  for 5%, 120V/277V, 
0-10V,  ELV, Triac Dimming

A variety of fi eld replaceable 
colored lenses and optical 
fi lters are available.

* Not fi eld changeable
1Diecast aluminum with paint applied fi nish     2Polycarbonate with vacuum metalized fi nish   

Multifacted Specular 
Refl ector twist locks in 
place, available in 10°, 
25°, 35°, 60° & Wall Wash  
beam spreads.
 Field replacable

P-SERIES MINIATURE 2.5"

Trim Ring FinishesReflector Finish

W
Matte
White1

S
Satin
Haze1

C
Specular

Clear2

RP 
Specular
Graphite2

B
Specular

Black2

W
White 

B
Black

Diecast aluminum with paint applied finish

2.5" Beam Spreads

10°* 25° 35° 60° WW

3000K2700K1700K 4000K3500K

Color Temperature

RGBW

90 CRI with optional 2700K & 3000K 97 CRI

US AssembledEnergy Star2016 JA-8 (6)

CAN BE USED
TO COMPLY WITH

T24
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8-1/16"

5-3/16"

R 7/8" 4-1/16" 4-1/16"

4-1/16"

8-1/16"

5-3/16"

R 1-1/16"

4-1/16"

New Construction Frame (Flanged) Round/Square
(/LHLD15-FRM)

New Construction Frame (Trimless) Round/Square
(/LHXLD15-FRM)

IC Frame Round New Construction
(/LHLD15IC-FRM)

IC Frame Round New Construction
(/LHQLD15IC-FRM)

D: Ceiling Cut-out 3-1/4"

7-5/8"

11-7/8"

9-1/8"

12-3/4"12-3/4"

9-1/8"

10-3/8"10-3/8"

7-1/8"7-1/8"

9-1/4"

14-1/4"

D: Ceiling Cut-out 3-1/4"
DD

DD

7-5/8"

11-7/8"

9-1/4

14-1/4"

Fire-Rated Frame Round
(/LHFRLD15-FRM)

Fire-Rated Frame Square
(/LHFRLDQ15-FRM)

New Construction Frame Square
(LHQLD25-FRM)

New Construction Frame Round 
(LHLD25-FRM)

12-1/4"
3-1/4"

Adjustable
Frame Collar

6-1/5"

Ceiling Cut-Out: 3-1/4"

9-7/8"

12-1/4"

2-3/8"

3-1/4"
Ceiling Cut-Out: 

7-3/4"5-1/2"
LED DRIVER

9-1/4"

12-7/8"

4-1/8"

Ceiling Cut-out:
3-3/8" SQ

Rotatable
SQ Opening

3-1/2"
Adjusting
Locking Pin

10-1/4"

12-7/8"

9-1/4"7-3/16"

Adjusting Locking Pin

3-3/8" SQ
Ceiling Cut-out:

4-1/8"

45°

45°

45°

45°

Rotatable Square 
Opening

D: Ceiling Cut-out 3-1/4"

9-1/4"7-5/8"7-5/8"

14-1/4"
11-7/8"

D: Ceiling Cut-out 3-1/4"

9-1/4"7-5/8"

14-1/4"

11-7/8"

IC Frame Square New Construction
(LHQLD25IC-FRM)

C Frame Round  New Construction
(LHLD25IC-FRM)

Fire-Rated Frame Round 
(LFRLD25)

Fire-Rated Frame Square 
(LFRLDQ25)

P-SERIES 1.5" & 2.5" FRAMES

1.5" Frames

2.5" Frames



P-SERIES MICRO MULTIPLES 1.5"
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P-Series Micro Multiples 1.5" off er up to four 

modules in one easy-to-install housing. 

Each individual module rotates and swivels 

independently to spotlight artwork or 

architectural details of interest.

MICRO MULTIPLES 1.5"

LRLD15221
2-Module
Downlight

LRLD15321
3-Module
Downlight

LRLD15421
4-Module
Downlight


