
LUTKLED SERIES | LED TAPE LIGHTING SYSTEM
A flexible and modular LED tape lighting system. High quality silicone covered LEDs populated onto a flexible 
metallic (W) 3/8” x (D) 1/8” tape-like product with a self-adhesive backing for easy installation. Excellent for 
small spaces that requires a nice soft illumination.

Features & Benefits:
• No Dark Spots 

in straight runs or corners.
• Unlimited Seamless Runs

With in-line power feed.
• Flexible

To follow contours around very tight curves and corners.

• Modular
No soldering or flimsy connectors. Plug and Play.

• Protective Silicone Cover
To prevent rust or chemical reactions with cleaners.

• 2 Year Warranty

LUTKLED1-30 LUTKLEDT-30

LUTKLEDX-30 LUTKLEDL-30
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402” 4” or 16”8”

2” LUTKLED-PH40
Power Feed Connector

LUTKLED-PC04 / LUTKLED-PC16
In-Line Connector

Catalog# Description Power Consumption Lumen Output
LUTKLED1 Cuttable 12" Strip 3.00W

0.75W
1.00W
1.40W

137 Lm
34 Lm
46 Lm
57 Lm

LUTKLEDL L - Shaped Strip
LUTKLEDT T - Shaped Strip
LUTKLEDX

Color Option
-27 : 2700K
-30 : 3500K
-40 : 4000K

X - Shaped Strip

Tape Shapes Ordering

Example: LUTKLED1-30

Catalog# Description Length
LUTKLED-PH40 End Feed Connector:

Connects LinkaLED Tape to Driver
402”

4”

16”

LUTKLED-PC04 Power Inter-Connect:
Connects 2 sections of LinkaLED Tape

Power Inter-Connect:
Connects 2 sections of LinkaLED Tape

LUTKLED-PC16

Tape Accessories Ordering
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LUTKLED-DM50
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LLUUTTKKLLEEDD  
LED TAPE LIGHTING POWER SUPPLIES LINKALED

Straight Feed (12V DC) 2-Way Feed (12V DC)

Combination

Tape Powering Options Powering Options Powering Options Powering Options Powering Options 

One directional
15 Feet Maximum

Dual directional
15 Feet in each direction

Combination
Every 15 Feet

15’ 15’12V DC

+ = ∞

12V DC

12V DC

12V DC

12V DC

Catalog# Description
LUTKLED-DM50 4-Stage Touch Dimmer Module

4-Stage Touch Dimmer Module Ordering

Catalog# Watt. Input Type
LUTKLED-12V12 12W

Volt.
120V U.S. Plug

Output Type
70” Lead w/4-pin Incl.

Dimming Rating 
N/A UL Listed

LUTKLED-36V12 36W 120V U.S. Plug 70” Lead w/4-pin Incl. N/A UL Listed

Tape Power Supplies Ordering : Wall Plug Mount & 60W-100W

Ordering example: LD522V012-60-DLV

LD533V012-60 60W 90-265V Hardwire** 6” Lead w/Stripped wires* N/A UL Listed
LD522V012-60-DLV 60W 120V Hardwire** 6” Lead w/Stripped wires* Low Volt, Magnetic ETL Listed
LD522V012-60-277 60W 277V Hardwire** 6” Lead w/Stripped wires* N/A ETL Listed
LD522V012-100-DLV 100W 120V Hardwire** 6” Lead w/Stripped wires* Low Volt, Magnetic. ETL Listed
LD522V012-100-277 100W

* LUTKLED-PH40 Required.     ** Add  “-PI”  to Catalog# for 12” Plug-In
277V Hardwire** 6” Lead w/Stripped wires* N/A ETL Listed

2.62”

2.25” *2.87”

*3.06”

6.06”/*9.18”

6.50”/*9.94”

*Dimensions for 100W
60W/100W

2.75” 1.56”

1.12”
WALL MOUNT
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