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LD533V012-60 - 60W 120V NON-DIMMING DRIVER (12V DC)LD533V012-60 - 60W 120V NON-DIMMING DRIVER (12V DC)LD533V012-60 - 60W 120V NON-DIMMING DRIVER (12V DC)LD533V012-60 - 60W 120V NON-DIMMING DRIVER (12V DC)
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FEATURE:FEATURE:FEATURE:FEATURE:FEATURE:FEATURE:FEATURE:FEATURE: ORDERING EXAMPLE :ORDERING EXAMPLE :ORDERING EXAMPLE :ORDERING EXAMPLE : LD533V012-60-PI

 LD533V012-60   LD533V012-60   LD533V012-60   LD533V012-60  
 LD533V012-60   LD533V012-60   LD533V012-60   LD533V012-60   Blank Blank Blank Blank

 -PI -PI -PI -PI
:Hardwire
:Wall Plug

 OPTION   OPTION   OPTION   OPTION  

SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION 12V 60W

Features:Features:Features:Features:

Isolated output power per NEC and UL Safety Requirements

Auto-Rest; Short Circuit, Overload and Thermal Protection

Listed Wiring Enclosure with Multiple Knockouts

Remote Mounting up to 18 feet away at full load with 18AWG Wiring

Electrical:Electrical:Electrical:Electrical:

Input Voltage:Input Voltage:Input Voltage:Input Voltage: 120VAC/60 HZ

Input Current:Input Current:Input Current:Input Current: 0.5A at 120V AC

Allowable Temperature:Allowable Temperature:Allowable Temperature:Allowable Temperature: -10F to 130F

Efficiency:Efficiency:Efficiency:Efficiency: 85% Min

Power Factor:Power Factor:Power Factor:Power Factor: >98%

THD Max:THD Max:THD Max:THD Max: 10%

IP RATING:IP RATING:IP RATING:IP RATING: IP60 Dry Location Only 

COMPATIBILITYCOMPATIBILITYCOMPATIBILITYCOMPATIBILITY

LUTKLED1LUTKLED1LUTKLED1LUTKLED1

12" STRIP (12V)12" STRIP (12V)12" STRIP (12V)12" STRIP (12V)

LUTKLEDLLUTKLEDLLUTKLEDLLUTKLEDL

L STRIP (12V)L STRIP (12V)L STRIP (12V)L STRIP (12V)

LUTKLEDTLUTKLEDTLUTKLEDTLUTKLEDT

T STRIP (12V)T STRIP (12V)T STRIP (12V)T STRIP (12V)

LUTKLEDXLUTKLEDXLUTKLEDXLUTKLEDX

X STRIP (12V)X STRIP (12V)X STRIP (12V)X STRIP (12V)

LUTKLED10LUTKLED10LUTKLED10LUTKLED10

120" STRIP120" STRIP120" STRIP120" STRIP

Note: Wattage limitations on compatible items must be met.
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