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CATALOG#:

TYPE

CATALOG#

PROJECT

LPE300 - DECO PENDALIERLPE300 - DECO PENDALIERLPE300 - DECO PENDALIERLPE300 - DECO PENDALIER
12V SURFACE PENDALIER SERIES

1 5/8"

2 3/8"
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FEATURE:FEATURE:FEATURE:FEATURE: ORDERING EXAMPLE :ORDERING EXAMPLE :ORDERING EXAMPLE :ORDERING EXAMPLE : LPE300-12-BL-W

 LPE300   LPE300   LPE300   LPE300  
 LPE300   LPE300   LPE300   LPE300   -12 -12 -12 -12

 -24 -24 -24 -24
 -36 -36 -36 -36
 -48 -48 -48 -48
 -60 -60 -60 -60
 -72 -72 -72 -72

:12''
:24''
:36''
:48''
:60''
:72''

 CABLE LENGTH   CABLE LENGTH   CABLE LENGTH   CABLE LENGTH  
 -BL -BL -BL -BL
 -GR -GR -GR -GR
 -W -W -W -W
 -YL -YL -YL -YL

:Blue
:Green
:White
:Yellow

 GLASS   GLASS   GLASS   GLASS  
 -W -W -W -W
 -B -B -B -B
 -N -N -N -N

:White
:Black
:Metallic

 CABLE COLOR   CABLE COLOR   CABLE COLOR   CABLE COLOR  

SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION 12V 35W T4 GY6.35

"Application:Application:Application:Application: Add a touch of elegance to your design and make an architectural statement.
These attractive pendants create a signature look to any environment.

Hardware:Hardware:Hardware:Hardware:Brushed aluminum canopy houses integral transformer and mounts to standard
electrical boxes. All hardware included in product packaging.

Transformer:Transformer:Transformer:Transformer: Solid state electronic transformer for voltage reduction and noiseless
operation. 120V/60Hz input – 12V output. 50 VA max. load. Enclosed in surface mount
dome shape metal canopy for monopoint installation. For remote transformer installation a
slim profile canopy is available (LPR Series). For dimming, use electronic low voltage rated
only dimming controls."

Connector:Connector:Connector:Connector: Comes standard with 3-Wire H-Type thermo-plastic track connections. Fixture is
factory preset for installation on single-circuit track. Contacts may be easily adjusted to
install on two-circuit track via pull-up tab. J-Type and L-Type connections are available with
extended lead times - consult factory.

Cable Length: Cable Length: Cable Length: Cable Length: Fixture in Standard Available in 12'', 24'', 36'', 48'', 60'' and 72''. Cord in
standard white, black or metal. Canopy in natural.

Glass: Glass: Glass: Glass: Available in Blue, Green, White and Yellow.

Cable Color: Cable Color: Cable Color: Cable Color: Available in White, Black and Metallic.

Label: Label: Label: Label: cETL Listed

Electronic 12V transformer included.
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