
TYPE: PROJECT:PROJECT INFORMATION

CATALOG#:

TYPE

CATALOG#

PROJECT

LT2815 - ARCHLITE 30LT2815 - ARCHLITE 30LT2815 - ARCHLITE 30LT2815 - ARCHLITE 30
2 CIRCUIT / 2 NEUTRAL TRACK LUMINARIES

5 3/8" 4 3/8"

4 3/8"

ID#: 988

2016.6.14
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FEATURE:FEATURE:FEATURE:FEATURE: ORDERING EXAMPLE :ORDERING EXAMPLE :ORDERING EXAMPLE :ORDERING EXAMPLE : LT2815W-24

 LT2815   LT2815   LT2815   LT2815  
 LT2815   LT2815   LT2815   LT2815    W W W W

 B B B B
:White
:Black

 FIXTURE FINISH   FIXTURE FINISH   FIXTURE FINISH   FIXTURE FINISH  
 Blank Blank Blank Blank
 -12 -12 -12 -12
 -18 -18 -18 -18
 -24 -24 -24 -24
 -36 -36 -36 -36
 -48 -48 -48 -48

:None
:12''
:18''
:24''
:36''
:48''

 STEM EXTENSION   STEM EXTENSION   STEM EXTENSION   STEM EXTENSION  

SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION 120V 75W PAR30 MED E26

Application:Application:Application:Application: Very popular in high-end residential and retail environments. These
professional grade track fixtures are fully adjustable and their position locking knobs and
front-loading designs make them a perfect fit for the most demanding applications. Durable
high quality powder coat paint ensures long life with little color fatigue over the years.

Aiming Mechanism:Aiming Mechanism:Aiming Mechanism:Aiming Mechanism: High strength steel mounting yoke to provide full lateral and vertical
aiming. Dual triangular plastic tightening knobs rigidly maintain aiming angle.

Socket:Socket:Socket:Socket: Standard porcelain medium screw base socket with high temperature leads.

Connector:Connector:Connector:Connector: Factory Installed specification grade 2-circuit 2-Neutral track connector.

Fixture Finish: Fixture Finish: Fixture Finish: Fixture Finish: Available in White and Black.

Stem Extension: Stem Extension: Stem Extension: Stem Extension: Available in , 12'', 18'', 24'', 36'' and 48''.

Label: Label: Label: Label: UL Listed
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