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3 Circuit/1 Neutral Track Components

3 CIRCUIT/1 NEUTRAL TRACK

Flexible Connector
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Joins two track channels at any angle.
Surface use only.
Up to 85 degrees vertically or horizontally

May be used as an elediric feed point.
Mounting: Finish:
LP3902  Surface W Bright White

B Black
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Cap for end of channel.
Mounfing: Finish:
LP3930  Surface W Bright White
LP3930R Recessed B Black
X-Connector
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Joins four track channels in a perpendicular fashion.
May be used as an electric feed point.

Mounting: Finish:
LP3946 Surface W Bright White
LP3946R  Recessed B Black
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Straight Connector
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Joins two track channels in a straight line.
May be used as an electric feed point.
Mounting: Finish:
LP3903 Surface W Bright White
LP3903R  Recessed B Black
Live End (Right)
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Power feed to track at end of channel.
Comes with standard knock out.
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T-Connector
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Joins three track channels in a perpendicular fashion.
May be used as an elecric feed point.

Mounting: Finish:
LP3905 Surface W Bright White
LP3905R  Recessed B Black

L-Connector
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From right side. Joins two track channels in a perpendicular fashion.
Order LP3942 for left side. May be used as an electric feed point.
Mounting: Finish: Mounting: Finish:
LP3941 Surface W Bright White LP3943 Surface W Bright White
B Black LP3943R  Recessed B Black
Mini Straight Connector Outlet Box Cover
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Joins to track sections. For use LP903, LP905, LP943, LP946 track joins to cover outlet box.
Mounting: Finish: Finish:
LP3949  Surface W Bright White LP9OOW  Bright White
LP3949R Recessed B Black LP900B Black
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