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LD5V24-24-P1 - 24V/24W PLUGIN DRIVER

SPECIFICATION

Input Voltage: 100-240V, 50/60Hz

Output Voltage: 24V

Dimensions: Length: 2 3/4", Height: 1 1/8", Width: 1 21/32"
Label: UL Listed

Tel: 323.904.0200

CATALOG#

Product specifications subject to change without notice.

PROJECT

24v24W - COMPATIBILITY
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LK136LED LULEDBW LK136SLED
LINKALED PUCK LIGHT | WET LOCATIONLED | LINKALED PUCK LIGHT
(RECESSED) BAR (SURFACE MOUNTED)
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LULEDB LULEDBP LUTKLED24V1
PROFESSIONAL GRADE .
LINKALED BAR DED STICK 24V 12" STRIP

LD533V024-200-DLV-JB

LD533V024-96-DLV-JB

LD533V024-60-DLV-JB

200W 120V/ELV 96W 120V/ELV 60W 120V/ELV
DIMMING DRIVER DIMMING DRIVER DIMMING DRIVER
(24v DQ) (24vDQ) (24vDQ)

LD533V024-1227-100-D10

LD533V024-1227-60-D10

200W 120V/277V0-10V | 6OW 120V/277V 0-10V
DIMMING DRIVER DIMMING DRIVER
(24vDO) (24vDQ)

Note: Wattage limitations on compatible items must be met.
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http://liton.com/webcatalog/cutsheets/LK136LED.pdf
http://liton.com/webcatalog/cutsheets/LULEDBW.pdf
http://liton.com/webcatalog/cutsheets/LK136LED.pdf
http://liton.com/webcatalog/cutsheets/LULEDB.pdf
http://liton.com/webcatalog/cutsheets/LULEDBP.pdf
http://liton.com/webcatalog/cutsheets/LUTKLED24V1.pdf
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