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5" Bracket Mounted GU24 Housing w/ Metal Baffle
5" CFL (GU24)
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SPECIFICATION

Ceiling cut-out: 5 3/4"

Application: General purpose recessed downlight housing for medium to high ceilings for
residential and light commercial applications. A variety of trims, compatible styles and
finishes are available to achieve the proper décor and illumination.

Housing: Pre-wired housing adjusts up to a 1-1/2"ceiling thickness. Integral thermal
protector to guard against improper lamping and installation. Housing provides an
adjustable socket plate which allows for use of different lamp types. Trim is secured with
torsion wing springs/standard coil springs or serrated clips.

Mounting: Housing suitable for new construction installations only, supplied with (2) 24"
odiusfob?e hanger bars with 90 degrees repositioning ability. Hanger Eors equipped with
nail-less install 3/4" serrated barbed studs and with captive nails, for faster and easier
secure mounting in wood joists. Set-screws lock info position and prevent shifting after
installation. Earthquake structural cable compatible for drop panel ceiling or any other
mounting that requires direct support from structural ceilings.

Socket: Energy Efficient GU24 socket with high temperature leads.

Junction Box :16 gauge pre-wired galvanized steel Junction Box, 32 cubic-inch for a
maximum of (8) #12 AWG wires. Furnished with (7) 3/4" and (4) Romex knock-outs. Strain
clamps to install or remove covers for easy access and ground wire. Equipped with safety
standard fitting for flex-conduit.

Insulation Contact: IC rated housing rated for direct contact with loosefill blown and rolled
insulation.

Airflow: Airtight option is designed to restrict air flow from room into plenums in compliance
to the WSEC - Washington State Energy Code, (Less than 2.0 CFM -Cubic Feet per
Minute). Complies to Title24 air flow requirements (Air-tight).

Safety Labels: UL/CUL listed for through-branch wiring (8) No.12 AWG 90°C and suitable
for damp locations. NYC approved: Calendar #41937.

ENERGY STAR: Qualified when used with Energy Star Qualified 13W-26W GU24 CFL
Lamp (ordering: LLFQT-XX: XX= 13W, 18W or 26W)

Caution: Use of any 3rd party lamp source in this unit is subject to the lamp/module
manufacturer’s own Yimifcn‘ions. In no way does LITON make any claims to compatibility in
regards to form, fit, usage and case temperature conditions with other manufacturer's
products. Users are responsible for confirming compatibility under all aforementioned
conditions before using this product.

Label: UL Listed

5" BRACKET MOUNTED GU24 HOUSING  METAL BAFFLE
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FEATURE: :\@

Application: Used for general ambient lighting. This traditional
look of the baffle trim creates proper lighting that can be used in
residential, retail, and light commercial applications.

Mounting: Steel pressure springs mounted on frim to ensure
positive retention inside housing.

Label: UL Listed, cETL Listed
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LH5ICA-GU24 120 13W-26W CFL GU24 Max LR543  120V/cFL 75W Max PAR30/R30 Ordering example: LH5ICA-GU24-LBL1326/LR543W
LABEL BAFFLEFINISH | RING FINISH | RATING

LH5ICA-GU24-LBL13  :13W CFL LR543W :White  Blank :White  Blank :Damp Location

LH5ICA-GU24-LBL1326 :13-26W CFL LR543B :Black

LH5ICA-GU24-LBL18  -18W CFL
LH5ICA-GU24-LBL26  :26W CFL
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L i :o n ® PROJECT INFORMATION
L | N G :

/:D\ : Distace to the horizontal or vertical surface.
| FC - Initial foot candles at the center of the beam.
X : Length of the beam where candle power is reduced to 50% of center beam
D ' candle power.
! W : Width of the beam where candle power is reduced to 50% of center beam
! candle power.
' FC Lamp data given is typical and is based on bare lamp performance. Contact lamp
w / manufacturers for availability and specific performance. Distance, length, and width
< / / given in decimal feet.
L
PAR30 Halogen E26 Medium Base
0° Aiming Angle

%\" Horizonal Foot candles
/ D FC L W

50W PAR30 / NSP7 5 1065 06 06
Beam Spread = 7° 6 472 08 08
(BCP = 17,000 9 26 11 11
Rated Life = 3,000 Hrs. 10 170 14 14
50W PAR30 / NFL25 5 189 18 18
Beam Spread = 25° 6 8 28 28
(BCP = 3,000 9 47 37 37
Rated Life = 3,000 Hrs. 1 31 48 48
50W PAR30 / FL35 4 101 25 25
Beam Spread = 35° 7 45 41 41
(BCP = 1,600 8 2 55 55
Rated Life = 3,000 Hrs. 10 17 68 68

© 2008 LITON LIGHTING * LOS ANGELES, CA « Ph. 323.904.0200 Fx. 323.904.0201 « A DIVISION OF EEMA LIGHTING GROUP * ALL RIGHTS RESERVED  PRODUCT SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


	Field3: 
	Field2: 
	Field1: 


