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SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION
Finish: Finish: Finish: Finish: Available in Black and White.

Label: Label: Label: Label: Label: Label: UL Listed. Track Adapter is rated to hold up to 15 lbs. max weight.

Warranty: Warranty: Warranty: Warranty: Warranty: Warranty: Warranty: Warranty: Covered by a 1-Year Warranty to be free of defects in materials and craftsmanship. 

Pendant Cord: Pendant Cord: Pendant Cord: Pendant Cord: Pendant Cord: Pendant Cord: Track Adapter accepts 0.28" O.D. max cord size. Installer MUST use a 

Connector: Connector: Connector: Connector: LITON track fixtures come standard with 3-Wire H-Type track connections. Fixture

strain relief for pendant cord inside this adapter casing. 
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is factory preset for installation on single-circuit track. J-Type and L-Type connections are 
available with extended lead times. Consult factory.
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http://liton.com/webcatalog/cutsheets/SP201_120V AC_2167.pdf
http://liton.com/webcatalog/cutsheets/SP202_120V AC_2173.pdf
http://liton.com/webcatalog/cutsheets/SP203_120V AC_2172.pdf
http://liton.com/webcatalog/cutsheets/SP204_120V AC_2171.pdf

	Field3: 
	Field2: 
	Field1: 


