Licon

CATALOG # : LCALD6 : 6" Surface Mount Lumen Cannon & Pendant

Page 1 of 1

SAVE THESE INSTRUCTIONS

Keep these instructions in a safe place for future use/reference.

Important: Please read and understand all instructions

completely before installing this fixture.

WARNING: Fixture installation (and use) and all electrical connections must
be in accordance with local and National Electrical Codes (N.E.C.) rules,
regulations and standards. If you are unfamiliar with installing fixture(s),
accessories and/or electrical wiring have a qualified licensed electrician
install this fixture for you. Fixture should be installed by a qualified electrician.

WARNING: RISK OF SHOCK. House electric current can cause painful shock
or serious injury.

WARNING: Always disconnect power before fixture installation, wiring, or
maintenance.

WARNING: Before starting the wire connections, disconnect the power by
turning off the circuit breaker or removing the fuse at the fuse panel. Turning
the power off using the light switch is not sufficient to prevent electrical shock.

This luminaire must be connected with supply wire/conductors rated at 90°C.
Most dwellings built before 1985 have supply wire rated at 60°C; consult a
qualified electrician before installing.

WARNING: Before service insure fixture is cool to touch.

WARNING: Check fixture for input voltage before connecting
power to fixture.

WARNING: RISK OF SHOCK. This fixture is suitable for dry and

damp locations. Also for use with covered ceiling mount.

WARNING: Do not install any fixture or assembly (etc.) closer than
6" from any curtain, or similar combustible material.

Fixture must be installed on a circuit protected by Ground Fault
Circuit Interrupter (GFCI).

Install LED fixture(s)/LED driver(s) only on their own circuit. Do not
mix any other products (Incandescent, Compact Fluorescent, H.1.D.
products/fixtures, etc...) with LED fixture(s)/LED driver(s) on a single
circuit.

Do not use any other electrical equipment (example: surge protec-
tors, photocells, etc.) that is not (rated) for use with LED
fixture(s)/LED driver(s) on the same circuit as LED fixture(s)/LED
driver(s).

Components / Parts Compo

nents Dimensions Tools Required

M4 X TOMM LONG
SET SCREW (2)
(FOR M2 ALLEN KEY)

UNIVERSAL MOUNTING ﬂl
PLATE (UMP) M2 AI.(I.]E)N KEY

(1

3-3/4"

#8 screw max

LCALD6 HOUSING (1)

L

* Phillips Head Screwdriver

* M2 Allen Key (supplied)

* Wire Connectors

e Hardware (screws, nuts, etc.)

02-3/4"

23-1/2"
01-3/4" Hole

ul

UNIVERSAL MOUNTING
PLATE
(ALL SLOTS ARE 0.193” WIDE)
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FIG. 1 FIXTURE INSTALLATION
1. Loosen set screw with supplied M2 allen key until front of set screw is just inside the housing (FIG 2).
3 CLIPS (ON UMP) 2. Remove Universal Mounting Plate (UMP) from housing top (FIG 2).
3. Make sure j-box will fit slots or holes on UMP. Secure UMP to j-box( by others) with mounting hardware (by
3TABS others).
(INHOUSING TOP) 4. Install wiring and j-hox in ceiling, if needed.
5. Connect Universal Mounting Plate (UMP) to j-box (by others) with appropriate hardware (by others) (FIG 2).
3 SLOTS (IN UMP) 6. Connect the power supply wiring (from j-box) to fixture wiring in j-box. See "Wiring" instructions below.

7. Nign the 3 tabs in the top of the housing with the 3 slots in the UMP (FIG 1). Place fixture housing on ceiling
and turn housing counter clockwise to secure housing tabs in clips.
8. Tighten set screw with supplied M2 allen key in housing until set screw is flush with outside of housing.

J-BOX (by others) FIG. 2
COVERED CEILING

UMP
el ——a— RELAMPING
2 {{{ 4 MOUNTING HARDWARE Return fixture to Liton for servicing/replacing LED ard LED drivers.
m  (BY OTHERS) WIRING
NOTE: Check fixture for input voltage before connecting power to fixture. Connect wiring in j-box.
WA X T0MM LONG 1. Connect ground wire (green or bare copper/aluminum) from the supply circuit to the ground wire (green or
SET SCREW (2) hare copper) /screw/connector from the fixture.
(FOR M2 ALLEN KEY) 2. Connect the neutral (common) wire from the power supply circuit to the neutral wire from the fixture.

3. Connect the main voltage supply wire (line/lead) from the power supply to the

line (lead) wire from the fixture.

4. Secure connection using UL Listed wire nuts/connectors and then with UL Listed Electrical tape (by others), as
required, appropriate for the connection.

\HOLE FOR M4 SET SCREW
LCALD6 HOUSING (1)
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CATALOG # LCALD6/LCALD4 with LPCM) SAVE THESE INSTRUCTIONS

FigureA|  CAUTION- INSTALL AND USE THIS LUMINAIRE FOLLOWING
ey OO YOUR LOCAL ELECTRICAL CODES AND REGULATIONS.

e -- READ ALL INSTRUCTIONS

Do not install any luminaire assembly closer than 6" from any curtain,
or similar combustible material.

J-Box ”
Serews LPCMJ Strap

i\—(unopy Screws

(unopy/ i Canopy
Nuts
Figure B _
= PREPARATION:
A, 1). Read and understand instructions completely before installing this luminaire. If

you are unfamiliar with electrical wiring have a qualified licensed electrician install
this luminaire for you.

7o % ELECTRICAL CONNECTIONS:
Luminaire Figure ( 1). WARNIN G- Before starting the wire connections, disconnect the power
' =§=f Strap by turning off the circuit breaker or removing the fuse at the fuse panel. Turning the
-~ power off using the light switch is not sufficient to prevent electrical shock.
sp A1 Plte 2). This luminaire must be connected with supply wire rated at 90°C. Most dwellings

Screws

built before 1985 have supply wire rated at 60°C; consult a qualified electrician before
Figure D| installing.

INSTALL CANOPY STRAP:
1). See FIG. A
C? R INSTALL STEM:
e 2). See FIG. B
i p— Figure E| INSTALL LUMINAIRE STRAP:
Plate  9x Screws I
1 — ..,/ (provided) 3) See FIG C
i T L’ﬂ?jﬁ% [l;UMINAIRE PLATE
LT AR
/LLIMINAIRE
INSTALL LUMINAIRE:
5). See FIG. E
FINAL INSTALLATION Figure F
FINAL INSTALLATION:
6). See FIG. F
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SAVE THESE INSTRUCTIONS

Figure A

LPCM Strap

Screws \! il LPCM Strap

l Qe
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Figure B

Luminaire FIgUI'e (
' T/ Strap
I I S T
\_ Luminaire
Strap /! 1 Plate
Screws
Figure D
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Luminaire

Figure E
Plate P

£ 2x Screws
P _,/ (provided)
! il

[ -

L~ LUMINAIRE

Figure F

FINAL INSTALLATION

CAUTION- INSTALL AND USE THIS LUMINAIRE FOLLOWING
YOUR LOCAL ELECTRICAL CODES AND REGULATIONS.

-- READ ALL INSTRUCTIONS

Do not install any luminaire assembly closer than 6" from any curtain,
or similar combustible material.

PREPARATION:

1). Read and understand instructions completely before installing this luminaire. If
you are unfamiliar with electrical wiring have a qualified licensed electrician install

this luminaire for you.

ELECTRICAL CONNECTIONS:

1). WARNING- Before starting the wire connections, disconnect the power

by turning off the circuit breaker or removing the fuse at the fuse panel. Turning the
power off using the light switch is not sufficient to prevent electrical shock.

2). This luminaire must be connected with supply wire rated at 90°C. Most dwellings
built before 1985 have supply wire rated at 60°C; consult a qualified electrician before
installing.

INSTALL STEM & CANOPY STRAP:
1). See FIG. A

INSTALL CANOPY:
2). See FIG. B

INSTALL LUMINAIRE STRAP:
3). See FIG. C

INSTALL LUMINAIRE PLATE:
4). See FIG. D

INSTALL LUMINAIRE:
5). See FIG. E

FINAL INSTALLATION:
6). See FIG. F
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