I ®
L“_O n LRCLD802 - PHOTOMETRY

v ¢ 8" ARCHITECTURAL SHALLOW LED RETROFIT
LRCLD802ZWWF100-R12UE - 1200LM _

Lamp: (1) LED, 1400Lm LED Module Lumen Fixture Lumen Input Wattage
Total Rated Fixture Lumen :1041 Lm @ 3000K 1358 1009.0 19W
Totu! Lumln}llre Efficacy :87 L.'."/W @ 4000K 1400 10410 19W
Luminous Diameter :6.72
Color Rendering Index (CRI) :80+
Color Temperature :4000K
Estimated Life :50,000 hrs. L70
ZONAL LUMENS SUMMARY CANDELA TABULATION
180° o0 CD./SQ.M (FOOTLAMBERTS)
Zone ‘ Lumens ‘ % Fixt Angle ‘ 0
0-20 | 16999 16.30 - 80° 0.0 1 479.985
0-30 § /001 33.60 ) 50 § 475.899
0-40 | 54630 52.50 70 100 § 464.052
0-60 3 88059 | 84.60 2%0 w 150 3 444.169
0-80 10930 98.90 200 418.066
0-9 0 10000 50° 250 | 396534
10-90 3 9597 | 95.70 360 w 300 3 350.895
20- 40 376.31 36.10 - 35.0 313.528
20-50 3 56083 53.90 480 o 40.0 3 276546
40-70 435.52 41.80 0° 10° 450 238.508
60-80 3 I 1430 55.0 3 166.810
70- 80 ; 4748 § 4.60 65.0 i 102.256
80-90 11.72 1.10 750 42.746
COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD LUMINANCE DATA
EFFECTIVE FLOOR CAVITY REFLECTANCE 0.20 CD./SQ.M (FOOTLAMBERTS)
RC 80 70 50 30 10 0 Angle Avg. 0-Deg Avg. 45-Deg | Avg. 90-Deg
RW | 70 50 30 10| 70 50 30 10| 50 30 10 50 30 10 5030 20 | 0 85 14727 14727 14727
0 (19119119119 ; 116116 116 116 111111111 | 106106106 ; 102102102 ; 100 55 0 12698 | 12698 i 12698
1 i110706702 98107103100 97i 99 9 94 | 92 93 91 | 92 90 88 | 86 65 | 10564 i 10564 | 10564
2 (101 93 87 82i 98 91 8 81| 8 83 79 | 8 8 77 | 8 7875 | 13 5 i 1 7
3 1938375 69} 90 81 74 69 78 72 67 | 73 71 66 | 73 69 65 | 63 85 1 4910 i 4910 i 4910
4 |85 74 66 60| 83 73 65 59| 70 64 58 | 66 62 58 | 66 61 5 | 55 ‘ ‘ ‘
5 179 67 58 521 77 66 58 52i 64 57 51 | 60 55 51 | 60 54 50 | 48
6 73 60 52 4 71 60 52 46 58 51 45 i 55 50 45 | 55 49 45 | 43 ZONAL LUMINANCE SUMMARY
7§68 55 47 41} 66 54 46 41} 53 46 41 | 50 45 40 | 50 44 40 | 38
8 {6351 42 37 6250 42 37} 49 42 37 | 46 41 36 : 46 40 36 | 34 CD./SQ.M (FOOTLAMBERTS)
9 |59 4739 33} 5 46 38 33} 4538 33 | 43 3833 | 4337 33 i 3 Tone Lumens
10 | 56 43 36 31: 55 43 35 30 42 35 30 | 40 35 30 | 40 34 30 | 28
: : ! ! ! i 0-10 X 45.05
10-20 ; 124.94
FOOTCANDLE CHART DATA 20-30 § 180,02
30-40 196.29
Height ‘ Spacing (Ft) | Avg. FC ‘ Max : Min Height ‘ Spacing ‘ Avg. FC ‘ Max : Min 40-50 184.52
8 5x5 451 12:1 1 5x5 124 13:1 50-60 149.77
8 i gxb6 | 324 i 11.1 0 ex6 G 308 1 12:1 60-70 § 101.23
8§ 7x7 i B& L 110 b b w3 70-80 § 47.48
§ i gx8 . 169 | 13.1 12 5x5 1 414§ 13:1 80-90 § 11.72
9 1 5x5 | 42 | 12.1 12 §x6 302 i 12:1 90-100 ; 0.00
9 i ex6 i 319 i 10:10 12 0 7x7 i N9 ¢ 111 ‘
9 i 7xr i 12 i 10 1222 0 100 ¢ 13:1
9 Exd L 165 | 14:1 15 | 5x5 | 386 | 13:1
0 | 5x5 | 433 | 12:1 15 0 6x6 23 | 13:1
0§ 6x6 | 314 i 11:1 15§ 7xl i 205 i 12:1
0 7x7 i 18 i 10 ‘ ‘ ‘
0§10k § 107 i 13-

Li:on “THE COMPLETE LIGHTING SOLUTION”  VISIT US AT : WWW.LITON.COM PRODUCT SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.



I ®
L|Lo n LRCLD802 - PHOTOMETRY

v ¢ 8" ARCHITECTURAL SHALLOW LED RETROFIT
LRCLD802WWF240-R25UE - 1900LM _

Lamp: (1) LED, 2400Lm LED Module Lumen Fixture Lumen Input Wattage
Total Rated Fixture Lumen :1893Im @ 3000K 2398 1836.2 25W
Totu! Lumlnglre Efficacy 70 |rIIIl/W @ 4000K 2400 1893.0 25\
Luminous Diameter :6.72
Color Rendering Index (CRI) :80+
Color Temperature :4000K
Estimated Life :50,000 hrs. L70
ZONAL LUMENS SUMMARY CANDELA TABULATION
180° o CD./SQ.M (FOOTLAMBERTS)
Tone ‘ Lumens ‘ % Fixt Angle ‘ 0
0-20 1 0907 | 16.30 - 80° 00 1 87270
0-30 § 63638 | 33.60 ) 50 § 865.27
0-40 § 99328 | 5250 70 10.0 § 843.73
0-60 6007 84.60 436 o 150 § 807.58
0-80 1845 98.90 200 § 760.12
0-90 | 189276 | 100.00 50° 2.0 § 72097
10-90 808 95.70 635 0 300 § 637.99
20-40 § 684.21 § 36.10 - 350 § 570.05
20-50 101969 5390 873 20° 400 § 50281
40-70 : 791.86 : 41.80 00 10° 450 : 433.65
60 - 80 ! 27038 14.30 55.0 ! 303.29
70-80 § 8632 i 460 65.0 § 185.92
80-90 n3 1.10 750 7172
COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD LUMINANCE DATA
EFFECTIVE FLOOR CAVITY REFLECTANCE 0.20 CD./SQ.M (FOOTLAMBERTS)
RC 80 70 50 30 10 0 Angle Avg.0-Deg | Avg.45-Deg | Avg.90-Deg
RW | 70 50 30 10| 70 50 30 10| 50 30 10 50 30 10 5 3 20 | 0 45 26776 26776 26776
0 ;119119119119 : 116 116 116 116 1 111111111 | 106106 106 : 102102102 : 100 55 i 23087 i 23087 | 23087
1 i110106102 981071031700 97 99 9 94 i 95 93 91 : 92 90 88 | 86 65 i 19208 i 19208 | 19208
2 0101 93 87 82 98 91 86 81 88 8 79 | 85 81 77 i 8 78 75 i 713 5L 13m o 13Im 131
3 19383 75 69¢ 90 81 74 69 78 72 67 i 76 71 66 i 73 69 65 i 63 85 P97 897 i 89w
4 185 74 66 60 83 73 65 591 70 64 58 | 68 62 58 i 66 61 57 i 55 ‘ ‘ ‘
5 179 67 58 52 77 66 58 52i 64 57 51 i 62 55 51 i 60 54 50 i 48
6 | 73 60 52 46} 71 60 52 46 58 51 45 | 56 50 45 | 55 49 45 | 43 O Bt S S b TS
7 1685547 41 66 54 46 41 53 46 41 i 51 45 40 i 50 44 40 | 38
8 6351 42 37 62 50 42 37 49 42 37 | 47 41 36 | 46 40 36 | 34 CD./SQ.M (FOOTLAMBERTS)
9 {59 47 39 33 58 46 38 33i 4538 33 | 443833 | 4337 33 | 31 Zone ‘ Lumens
10 |5 43 36 31 55 43 35 30} 42 3530 | 4135 30 | 40 34 30 | 28 0-10 ! 8191
: : : : : : 10-20 § 227.16
FOOTCANDLE CHART DATA 20-30 § 327.32
30-40 ! 356.89
Height ‘ Spacing (Ft.) Avg. FC ‘ Max : Min Height Spacing Avg. FC Max : Min 40-50 335.48
B Bx8 295 13:1 12 6x6 549 12:1 20-60 27231
9 i 6x6 {581 i 111 12 i 7x7 i %98 i 11.1 60-70 | 184,06
g i 7x7 i 42 111 12 i ex8 i 27§ 15:1 7080 | 8632
9 | gx8 | 300 | 14:1 12 ka2 i 127 | 13.1 8090 | 2130
0 | 6x6 | 549 | 12:1 14 1414 94 13:1 90-100 ; 0.00
0 7x7 i 422 1] 15 6'x6 515 12:1 ‘
0§ 8x8 i 277 i 151 15 i 7x7 i 34 i 12:1
0 10x100 0 194 ¢ 13:1 15 gx8 i 257 i 16:1
i ‘ ‘ 18 0 6x6 | 480 | 13:1
18 0 7x7 i 348 i 12:1
18 0 Bx8 i 238 i 16:1

Li:on “THE COMPLETE LIGHTING SOLUTION”  VISIT US AT : WWW.LITON.COM PRODUCT SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.



