
:50,000+hrs.  -L70

LCALDQ6W350-T40 - 4,000LM/40W - FLOOD BEAM SPREAD - 4,000K 
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:43.2W
:6/2016
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System Power Multipliers
Test Date

Color Temperature

Beam Angle 50%
Field Angle 10%

:80

:4,117Lm

CRI
:71.3

:7,289cd
:0.99

CANDELA TABULATION FOOTCANDLE DISTRIBUTION

:50,000+hrs.  -L70

LCALDQ6W350-B70-T40 - 4,000LM/40W - WIDE FLOOD - 4,000K
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:42.6W
:6/2016
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System Power Multipliers
Test Date

Color Temperature

Beam Angle 50%
Field  Angle 10%

:80

:3,470LmLumens Delivered

CRI
:69.2

:3,492cd
:0.99Power Factor

CANDELA TABULATION FOOTCANDLE DISTRIBUTION

R9 Value
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Lumens Delivered

Power Factor

R9 Value

CBCP

LREBLD5603W-T30 - 16W/1200LM - 3000K
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System Power Multipliers
Test Date

Color Temperature

Beam Angle 50%
Field  Angle 10%
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CANDELA TABULATION FOOTCANDLE DISTRIBUTION
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6" LED BAFFLE
LREBLD5603W - PHOTOMETRY


