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LRLDH6-B25 (9W)  - 750lm - 3500K

Height Beam Diameter

44.3

12.6

7.1

4.5

3.2

FC

3.1’

5.9’

 7.8’

9.8’

11.8’

:9.0W
:7/2013
:22.2º
:48.2º

:3500K

System Power
Test Date

Color Temperature

Beam Angle 50%
Field  Angle 10%

:90.0
:753lm
:2836cd

CANDELA TABULATION FOOTCANDLE DISTRIBUTION
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LRLDH6-B45 (9W)  - 750lm - 3500K

Height Beam Diameter

19.0

8.5

4.8

3.0

2.1

FC

6.0’

8.9’

11.9’

14.9’

17.9’

:9.0W
:7/2013
:40.9º
:77.7º

:3500K

System Power
Test Date

Color Temperature

Beam Angle 50%
Field  Angle 10%

:90.0
:751lm
:1218cd

CANDELA TABULATION FOOTCANDLE DISTRIBUTION

90°
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LRLDH6-B60 (9W)  - 750lm - 3500K

Height Beam Diameter

15.9

9.0

5.7

4.0

2.9

FC

7.0’

9.3’

11.6’

14.0’

16.3’

:9.0W
:9/2012
:60.4º
:117.8º

:3500K

System Power
Test Date

Color Temperature

Beam Angle 50%
Field  Angle 10%

:90.0
:750lm
:574cd

CANDELA TABULATION FOOTCANDLE DISTRIBUTION

90°

144
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“THE COMPLETE LIGHTING SOLUTION”     VISIT US AT : WWW.LITON.COM    PRODUCT SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.

750lm & 1200lm
LRLDH6 - PHOTOMETRY
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LRLDH621-B25 (16W)  - 1200lm - 3500K

Height Beam Diameter

68.0

19.4

10.9

7.0

4.8

FC

3.1’

5.9’

 7.8’

9.8’

11.8’

:15.4W
:7/2013
:22.2º
:48.2º

:3500K

System Power
Test Date

Color Temperature

Beam Angle 50%
Field  Angle 10%

:90.0
:1153lm
:4354cd

CANDELA TABULATION FOOTCANDLE DISTRIBUTION

90°

1088

4354
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LRLDH621-B45 (16W)  - 1200lm - 3500K

Height Beam Diameter

29.5

13.1

7.4

4.7

3.3

FC

6.0’

8.9’

11.9’

14.9’

17.9’

:15.5W
:7/2013
:40.9º
:77.8º

:3500K

System Power
Test Date

Color Temperature

Beam Angle 50%
Field  Angle 10%

:90.0
:1153lm
:1889cd

CANDELA TABULATION FOOTCANDLE DISTRIBUTION

90°

472

1889
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LRLDH621-B60 (16W)  -1200lm - 3500K

Height Beam Diameter

57.4

14.4

6.4

3.6

2.3

FC

4.7’

9.3’

14.0’

18.6’

23.3’

:15.5W
:9/2012
:60.4º
:117.9º

:3500K

System Power
Test Date

Color Temperature

Beam Angle 50%
Field  Angle 10%

:88.0
:1152.69lm
:919cd

CANDELA TABULATION FOOTCANDLE DISTRIBUTION
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:50,000+hrs.  -L70

“THE COMPLETE LIGHTING SOLUTION”     VISIT US AT : WWW.LITON.COM    PRODUCT SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.

750lm & 1200lm
LRLDH6 - PHOTOMETRY


