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7" Stainless Steel 8W LED Step Light
SL400 - PHOTOMETRY

ISO FOOTCANDLE PLOTS ISO FOOTCANDLE PLOTS - Two Fixtures  - Single Fixture

2 FT

1 Grid = 2 FT
24 FT x 14 FT Surface Area to achieve (Max) 21.83 FC

4 FT

6 FT

8 FT

10 FT

12 FT

14 FT

1 Ft Mtg Ht.     8 Ft On CenterSL400-T40

1 Grid = 2 FT
16 FT x 12 FT Surface Area to achieve (Max) 21.83 FC

2 FT

4 FT

6 FT

8 FT

10 FT

12 FT

1 FT Mounting HeightSL400-T40

CRI Value

SL400-T40

: 7.5 W
: 2/5/2020
: 111.9°
: 160.7°
: 3846K

System Power
Test Date

CCT (Color Temp)

Beam Angle 50%
Field  Angle 10%

: 85.4

: 250 lmLumens Delivered
: 19.0

: 91.1 cd
: 0.97Power Factor

CANDELA TABULATION

R9 Value

CBCP

-250lm - Step Light - 4000K

.0935000K
4000K 1.004000K 1.004000K 1.004000K 1.00

3500K 0.99

3000K 0.99

Multipliers

2020.02.12

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-30 4.52 1.8 1.8
0-40 12.33 4.9 4.9
0-60 44.12 17.6 17.7
0-90 124.67 49.9 50
90-120 80.55 32.2 32.3
90-130 99.24 39.7 39.8
90-150 120.15 48.1 39.8
90-180 124.67 49.9 50
0-180 249.35 99.7 100

Total Luminaire Efficiency = 99.7%

1

2

Maximum Candela = 91   Located At Horizontal Angle = 0, Vertical Angle = 85
# 1 - Vertical Plane Through Horizontal Angles (0 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (85) (Through Max. Cd.)
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