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 “THE COMPLETE LIGHTING SOLUTION”      VISIT US AT : WWW.LITON.COM      PRODUCT SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE   

6" SQUARE 1-DIRECTION WALL MOUNT (IP65) - 
AMBER 213LM SURFACE 1-DIRECTION WALL MOUNT 
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  Light efficiency: 
 

Spectral Dis tr ibu t ion  Chart : WD1Q360BUE-DUN-TAM-LVR 

Nanometer (nm) Amber:  594 nm 

CANDELA TABULATION FOOTCANDLE DISTRIBUTION 

Power:  : 23.3 W 

Test Date: : 04/23/2019 

Beam Angle 50%: : 37.2° 

Field Angle 10%:  : 77° 

Nanometer:  : 594 nm 

Lm Delivered: : 213 lm 

CBCP: : 391 cd 

Power Factor: : 0.99 pf 

 

WD1Q360BUE-DUN-TAM-LVR (15W, 594nm) 

 
CBCP: 391 cd 

 

Height Beam Diameter FC * 

6' 4 ft 11 fc 

8' 5.4 ft 6 fc 

10' 6.7 ft 4 fc 

12' 8.1 ft 3 fc 

14' 9.4 ft 2 fc 

*at center of beam 


